SITE NOTES 1 PARKING I

1. ALL PAVING, CONCRETE CURB, GUTTER AND SIDEWALK SHALL BE FURNISHED AND SURFACE:
INSTALLED IN ACCORDANCE WITH THE DETAILS SHOWN PER SHEET C8-1 AND THE —
REQUIREMENTS OF THE CITY. SEE LANDSCAPE PLANS FOR ANY ADDITIONAL REGULAR STALLS - 90

COORDINATE CONNECTION
WAEFH EX. SITE WALKS WITH
HOTEL CONTRACTOR

Plotted: 05 /10 /2016 11:20 PM W:\2014\14672B\CADD DATA\CIVIL\ dwg Sheet Files\C2-1
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HARDSCAPE APPLICATIONS HC STALLS 12
2. MINNESOTA STATE STATUTE REQUIRES NOTIFICATION PER "GOPHER STATE ONE TOTAL -102
CALL" PRIOR TO COMMENCING ANY GRADING, EXCAVATION OR UNDERGROUND RAMP PARKING
@ WORK.
2 e e REGULAR STALLS - 311
| 3. THE CONTRACTOR SHALL PRESERVE AND MAINTAIN ANY EXISTING STREET LIGHTS HC STALLS _ 8
54 > AND TRAFFIC SIGNS PER THE REQUIREMENTS OF THE CITY
A 7 4 TOTAL - 319
. 4 4. CLEAR AND GRUB AND REMOVE ALL TREES, VEGETATION AND SITE DEBRIS PRIOR MOTORCYCLE
| TO GRADING. ALL REMOVED MATERIAL SHALL BE HAULED FROM THE SIDE DAILY.
;2 o a p ALL CLEARING AND GRUBBING AND REMOVALS SHALL BE PERFORMED PER THE PARKING -3
”3 0 a4 g 2 CONTRACT SPECIFICATIONS. EROSION CONTROL MEASURES SHALL BE IMMEDIATELY
/ P ESTABLISHED UPON REMOVAL.
<7
<
P , 4 5. THE CONTRACTOR SHALL BE REQUIRED TO OBTAIN ALL PERMITS FROM THE CITY AS SITE PLAN LEGEND B
v 4 o a 4 4 REQUIRED FOR ALL WORK WITH THE STREET AND PUBLIC RIGHT OF WAY
i N — -
& 2 N g ) 6. ALL CURB TERMINI TO HAVE A 3 FOOT TAPER UNLESS OTHERWISE NOTED. |+ .| CONCRETESIDEWALK
. 7. ALL CURB DIMENSIONS SHOWN ARE TO THE FACE OF CURB UNLESS OTHERWISE | | BITUMINOUS PAVEMENT
' 2 NOTED.
8. BITUMINOUS IMPREGNATED FIBER BOARD TO BE PLACED AT FULL DEPTH OF |~ ¢ ..., | CONCRETE PAVEMENT
% PROPERTY CONCRETE ADJACENT TO EXISTING STRUCTURES AND BEHIND CURB ADJACENT TO
LI N E i // DRIVEWAYS AND SIDEWALKS. CONSTRUCTION LIMITS
- f R2&/ / 9. ACCESSIBLE PARKING SIGNAGE AND PAVEMENT MARKINGS SHALL BE PLACED IN
NZ / ACCORDANCE WITH ADA AND MMUTCD.
L SETBACKS I
SEE LANDSCAPE PLAN T 10. CLOSURE OF SIDEWALK ALONG 24TH AVENUE MUST BE COORDINATED WITH ,
h S~ SIDEWALK CLOSURES OF OTHER AREA CONSTRUCTION PROJECTS ALONG 24TH MINIMUM REQUIRED SETBACK = 10" OR WIDTH []
© 4 FOR PAVING DETAIL AVENUE CITY OF BLOOMINGTON PROJECT #2013-201 WAYFINDING, EXTENDED OF ADJACENT EASEMENT
STAY HOTEL CONSTRUCTION (NE QUADRANT OF LINDAU & 24THO & CITY OF MAXIMUM SETBACK = 20’ PLANNING
] BLOOMINGTON PROJECT #2014-302 LINDAU EXTENSION. CONTACT TOM BOWLIN CIVIL ENGINEERING
952-563-4914 TO COORDINATE. BENCHMARK
| ] LAND SURVEYING
I\
! I R1’ 11. PRIVATE SIDEWALKS ADJACENT TO PARKING STALLS SHALL BE A MINIMUM OF 6" IN  TOP NUT HYDRANT LOCATED IN THE NORTHWEST LANDSCAPE ARCHITECTURE
2 gt \ R2’ WIDTH. QUADRANT OF 26TH AVE. S. & 82ND ST. ENVIRONMENTAL
“il MI N IMUM SETBACK I_I N E ELEVATION=809.17 FEET (NGVD 1929) 7200 Hemlock Lane, Suite 300
il Maple Grove, MN 55369
! . 763.424.5505
I 3’ CURB TAPER [ 0 10 =0 = EXISTING CONDITIONS PROVIDED BY o e >
“ R3 — SUNDE LAND SURVEYING DATED
H il — = ——— FEBRUARY 15th, 2015. CONTRACTOR
G4 ..}I MAXIMUM SETBACK LINE ) — TO FIELD VERIFY SITE CONDITIONS
I R2 SCALE  IN FEET NORTH AND CONTACT ENGINEER ABOUT ANY
|
h HC SIGN.TYP. DISCREPANCIES.
i
., (SEE DETAIL)
|
§§ li 24.0 CITY OF BLOOMINGTON STANDARD NOTES
il . R E STA U RA N T 1. TEMPORARY STREET SIGNS, LIGHTING, AND ADDRESSES SHALL BE PROVIDED DURING CONSTRUCTION.
|
| 8 040 SF 2. CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU
| / LANE RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR INSTALLATION. CONTACT SEAN JENKINS AT 952-563-4545 OR CADD QUALIFICATION
I SJENKINS@CI.BLOOMINGTON.MN.US PERMIT APPLICATION AND FOR FEE INFORMATION. , T
% I CADD files prepared by the Consultant for this project are
o Y _ in§truments of the. Consyltant professional §ervices for use solely
2! \ 3. PUBLIC WORKS PERMIT APPLICATION FOR UNDERGROUND WORK WITHIN THE RIGHT-OF-WAY IS REQUIRED PRIOR TO REMOVAL OR with respec to this project These CADD fle shll not be used
| = R4’ INSTALLATION OF SANITARY, WATER OR STORM WORK WITHIN THE LINDAU LANE PUBLIC RIGHT-OF-WAY. CONTACT UTILITIES AT oF s projoct by others without writen’ approval by the
| R3’ 952-563-4568 FOR PERMIT APPLICATION AND FOR FEE INFORMATION. Somitied to obtain copes.of the CADD. draving ey for
| im‘o.r!'naﬂon ar.wgl reference ontvaA All intentional or L.mintenﬂona\
| 4. RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET IMPROVEMENT POLICY; CONTACT UTILITIES (952-563-4568) FOR THE T o e i s v adations
I J REQU|REMENTS AND SHOW TH|S ON THE PLAN. or deletions and that party shall ho.lfivharmlﬁess and m.de.rr?r.]ify the
E I Consultant from any & all responsibilities, claims, and liabilities.
Gt 1y 5. CONTRACTOR SHALL OBTAIN HENNEPIN COUNTY PERMIT FOR WORK WITHIN 24TH AVENUE RIGHT-OF-WAY. CONTACT HENNEPIN SUBMITTAL/REVISIONS
| PE COUNTY PERMIT ENGINEER AT 612-596-0336 FOR PERMIT APPLICATION AND FEE INFORMATION.
| / , 4-28-16 CITY SUBMITTAL
| - 6. ALL PARKING STALLS TO BE PAINTED WITH WHITE STRIPING. 05-11-16 DRC SUBMITTAL
|
& b 7. ALL CONSTRUCTION AND POST-CONSTRUCTION PARKING SHALL BE ON-SITE - NO ON-STREET PARKING/LOADING/UNLOADING
A Al ALLOWED.
|
| R4’ 8. ALL PUBLIC SIDEWALKS SHALL NOT BE OBSTRUCTED.
|
|
<, / 9. STORAGE OF MATERIALS OR EQUIPMENT SHALL NOT BE ALLOWED ON PUBLIC STREETS OR WITHIN PUBLIC RIGHT-OF-WAY.
i - ] n n J , 10.  STREET LIGHTING AND INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY INSPECTION PRIOR TO POURING CONCRETE OR
i o " - | DN R3 BACKFILLING EXCAVATIONS IN CITY RIGHT-OF-WAY. CONTACT SEAN JENKINS (952-563-4545) TO SCHEDULE INSPECTION.
; PAVEMENT 23 Y/
0 MARKING TYP 11.  INSTALL CROSSWALK PAVEMENT MARKINGS IN ACCORDANCE WITH MMUTCD.
5 L]
‘ 12. A MN LICENSED CIVIL ENGINEER MUST DESIGN AND SIGN ALL RETAINING WALLS 4-FOOT HIGH AND HIGHER. PROFESSIONAL SIGNATURE
4 | hereby certify that this plan, specification or report was
it ‘ o R ET A I L 4 13. ALL COMPONENTS OF THE WATER SYSTEM, UP TO THE WATER METER OR FIRE SERVICE EQUIPMENT, (I.E. MAINLINE PIPES, SERVICES D e e Reviiof o0 thet
0 58 LARGER THAN 2", VALVES, FITTINGS, CAPS, ETC.) SHALL UTILIZE PROTECTIVE INTERNAL COATINGS MEETING CURRENT ANSI/AWWA laws oflthe $tate of Minnesot
) . STANDARDS FOR CEMENT MORTAR LINING OR SPECIAL COATINGS. THE USE OF UNLINED OR UNCOATED (CAST-IRON, GRAY-IRON, STEEL,
p 1673 SF 4 GALVANIZED, ETC.) PIPE SHALL NOT BE ALLOWED. _
? Nicholas M. nnnel - P
Licerse No. 45861
50 14.  COMBINATION FIRE AND DOMESTIC SERVICES MUST TERMINATE WITH A THREAD ON FLANGE OR AN MJ TO FLANGE ADAPTER. Date 05-11.16
- |
B s 3 15.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF WATER SERVICE PIPES, FITTINGS, AND VALVES ALL QUALITY CONTROL
: THE WAY INTO THE BUILDING (I.E. UP TO METERS AND/OR FIRE SERVICE EQUIPMENT) TO ACCOMMODATE CITY INSPECTION AND TESTING. ,
i [ R4, Loucks Project No. 14672B
,[:: 1l o R3’ 16.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF SEWER SERVICES ALL THE WAY INTO THE BUILDING Project Lead NMM
TO ACCOMMODATE CITY INSPECTION AND TESTING. Drawn By TRG
. Checked By TDG
2= === T N 17. CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU Review Date 05-11-16
| P ) \' 4 P LANE, 82ND ST., AND 26TH AVENUE S. RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR INSTALLATION. CONTACT SEAN FEEE ANEE.
N CO F F E E g R15 JENKINS AT 952-563-4545 OR SJENKINS@BLOOMINGTONMN.GOV PERMIT APPLICATION AND FOR FEE INFORMATION.
A A C2-1 SITE PLAN
g [l 18.  STREET LIGHTING INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY INSPECTION PRIOR TO POURING CONCRETE OR C2-2 OVERALL SIGNAGE PLAN
) 1,743 SF \A 28.9' BACKFILLING EXCAVATIONS IN CITY RIGHT-OF-WAY. CONTACT SEAN JENKINS, 952-563-4545, TO SCHEDULE INSPECTION. C3-1  GRADING & DRAINAGE PLAN
4 7 4 . C3-2 SWPP PLAN
g 2 HC SIGN TYP N * ) 19.  CLOSURE OF SIDEWALK ALONG 24TH AVENUE MUST BE COORDINATED WITH SIDEWALK CLOSURES OF OTHER AREA CONSTRUCTION  C41  UTILITY PLAN (SANI. & WATER)
i @ . . PROJECTS ALONG 24TH AVENURE 92012-201 WAYFINDING, EXTENDED STAY HOTEL CONSTRUCTION (NE QUAD LINDAU & 24TH), 2014 - 302 Ca2 UTILITY PLAN (STORM)
4 EXTENSION) CONTACT TOM BOWLIN, 952-563-4914, TO COORDINATE. )
; (SEE DETAIL) 4, 7.0 ) C8-1 DETAIL SHEET
g o Al ' B C8-2 DETAIL SHEET
2.7 o CALL BEFORE YOU DIG!
i Z
? g T~ i Gopher State One Call
i g | * opher State One Ca
— TWIN CITY AREA: 651—454—0002
6.5 \ 6.5 | TOLL FREE: 1—800-252—1166
A _
a1 p—
m —
w m
i f f WARNING:
, THE CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING FOR LOCATIONS OF ALL
18.0' 3" CURB TAPER EXISTING UTILITIES. THEY SHALL COOPERATE WITH ALL UTILITY COMPANIES IN
% R8/ MAINTAINING THEIR SERVICE AND / OR RELOCATION OF LINES.
! |
m
wn
o R3/ THE CONTRACTOR SHALL CONTACT GOPHER STATE ONE CALL AT 651-454-0002 SITE PLAN
AT LEAST 48 HOURS IN ADVANCE FOR THE LOCATIONS OF ALL UNDERGROUND
R4’ — WIRES, CABLES, CONDUITS, PIPES, MANHOLES, VALVES OR OTHER BURIED
STRUCTURES BEFORE DIGGING. THE CONTRACTOR SHALL REPAIR OR REPLACE
2 THE ABOVE WHEN DAMAGED DURING CONSTRUCTION AT NO COST TO THE -
2 OWNER.
\ m
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CITY OF BLOOMINGTON STANDARD NOTES
1. TEMPORARY STREET SIGNS, LIGHTING, AND ADDRESSES SHALL BE PROVIDED DURING CONSTRUCTION.

2. CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK
WITHIN LINDAU LANE RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR INSTALLATION. CONTACT SEAN
JENKINS AT 952-563-4545 OR SJENKINS@CI.BLOOMINGTON.MN.US PERMIT APPLICATION AND FOR FEE INFORMATION.

3. PUBLIC WORKS PERMIT APPLICATION FOR UNDERGROUND WORK WITHIN THE RIGHT-OF-WAY IS REQUIRED PRIOR
TO REMOVAL OR INSTALLATION OF SANITARY, WATER OR STORM WORK WITHIN THE LINDAU LANE PUBLIC
RIGHT-OF-WAY. CONTACT UTILITIES AT 952-563-4568 FOR PERMIT APPLICATION AND FOR FEE INFORMATION.

4. RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET IMPROVEMENT POLICY; CONTACT UTILITIES
(952-563-4568) FOR THE REQUIREMENTS AND SHOW THIS ON THE PLAN.

5. CONTRACTOR SHALL OBTAIN HENNEPIN COUNTY PERMIT FOR WORK WITHIN 24TH AVENUE RIGHT-OF-WAY.
CONTACT HENNEPIN COUNTY PERMIT ENGINEER AT 612-596-0336 FOR PERMIT APPLICATION AND FEE INFORMATION.

6. ALL PARKING STALLS TO BE PAINTED WITH WHITE STRIPING.

7. ALL CONSTRUCTION AND POST-CONSTRUCTION PARKING SHALL BE ON-SITE - NO ON-STREET
PARKING/LOADING/UNLOADING ALLOWED.

8. ALL PUBLIC SIDEWALKS SHALL NOT BE OBSTRUCTED.

9. STORAGE OF MATERIALS OR EQUIPMENT SHALL NOT BE ALLOWED ON PUBLIC STREETS OR WITHIN PUBLIC
RIGHT-OF-WAY.

10.  STREET LIGHTING AND INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY INSPECTION PRIOR TO POURING
CONCRETE OR BACKFILLING EXCAVATIONS IN CITY RIGHT-OF-WAY.

11.  INSTALL CROSSWALK PAVEMENT MARKINGS IN ACCORDANCE WITH MMUTCD.
12. A MN LICENSED CIVIL ENGINEER MUST DESIGN AND SIGN ALL RETAINING WALLS 4-FOOT HIGH AND HIGHER.

13.  ALL COMPONENTS OF THE WATER SYSTEM, UP TO THE WATER METER OR FIRE SERVICE EQUIPMENT, (I.E. MAINLINE
PIPES, SERVICES LARGER THAN 2", VALVES, FITTINGS, CAPS, ETC.) SHALL UTILIZE PROTECTIVE INTERNAL COATINGS MEETING
CURRENT ANSI/AWWA STANDARDS FOR CEMENT MORTAR LINING OR SPECIAL COATINGS. THE USE OF UNLINED OR
UNCOATED (CAST-IRON, GRAY-IRON, STEEL, GALVANIZED, ETC.) PIPE SHALL NOT BE ALLOWED.

14.  COMBINATION FIRE AND DOMESTIC SERVICES MUST TERMINATE WITH A THREAD ON FLANGE OR AN MJ TO FLANGE
ADAPTER.

15.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF WATER SERVICE PIPES, FITTINGS,
AND VALVES ALL THE WAY INTO THE BUILDING (I.E. UP TO METERS AND/OR FIRE SERVICE EQUIPMENT) TO ACCOMMODATE
CITY INSPECTION AND TESTING.

16.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF SEWER SERVICES ALL THE WAY
INTO THE BUILDING TO ACCOMMODATE CITY INSPECTION AND TESTING.

17.  CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK
WITHIN LINDAU LANE, 82ND ST., AND 26TH AVENUE S. RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR
INSTALLATION. CONTACT SEAN JENKINS AT 952-563-4545 OR SJENKINS@BLOOMINGTONMN.GOV PERMIT APPLICATION
AND FOR FEE INFORMATION.

18.  STREET LIGHTING INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY INSPECTION PRIOR TO POURING
CONCRETE OR BACKFILLING EXCAVATIONS IN CITY RIGHT-OF-WAY. CONTACT SEAN JENKINS, 952-563-4545, TO SCHEDULE
INSPECTION.

19.  CLOSURE OF SIDEWALK ALONG 24TH AVENUE MUST BE COORDINATED WITH SIDEWALK CLOSURES OF OTHER AREA
CONSTRUCTION PROJECTS ALONG 24TH AVENURE 92012-201 WAYFINDING, EXTENDED STAY HOTEL CONSTRUCTION (NE
QUAD LINDAU & 24TH), 2014 - 302 EXTENSION) CONTACT TOM BOWLIN, 952-563-4914, TO COORDINATE.

EXISTING CONDITIONS PROVIDED BY
SUNDE LAND SURVEYING DATED
FEBRUARY 15th, 2015. CONTRACTOR
TO FIELD VERIFY SITE CONDITIONS
AND CONTACT ENGINEER ABOUT ANY
DISCREPANCIES.

CALL BEFORE YOU DIG!

Gopher State One Call

TWIN CITY AREA: 651—454—-0002
TOLL FREE: 1-800—252—-1166

WARNING:

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING FOR LOCATIONS OF ALL
EXISTING UTILITIES. THEY SHALL COOPERATE WITH ALL UTILITY COMPANIES IN
MAINTAINING THEIR SERVICE AND / OR RELOCATION OF LINES.

THE CONTRACTOR SHALL CONTACT GOPHER STATE ONE CALL AT 651-454-0002
AT LEAST 48 HOURS IN ADVANCE FOR THE LOCATIONS OF ALL UNDERGROUND
WIRES, CABLES, CONDUITS, PIPES, MANHOLES, VALVES OR OTHER BURIED
STRUCTURES BEFORE DIGGING. THE CONTRACTOR SHALL REPAIR OR REPLACE
THE ABOVE WHEN DAMAGED DURING CONSTRUCTION AT NO COST TO THE
OWNER.

o
W
o
o)
o
I

NORTH
SCALE IN FEET

BENCHMARK I

TOP NUT HYDRANT LOCATED IN THE NORTHWEST QUADRANT OF 26TH
AVE. S. & 82ND ST.
ELEVATION=809.17 FEET (NGVD 1929)

ALPHA B
RESTAURANT

BLOOMINGTON, MN

am LOUCKS

PLANNING

CIVIL ENGINEERING

LAND SURVEYING
LANDSCAPE ARCHITECTURE
ENVIRONMENTAL

7200 Hemlock Lane, Suite 300
Maple Grove, MN 55369
763.424.5505
www.loucksinc.com

CADD QUALIFICATION

CADD files prepared by the Consultant for this project are
instruments of the Consultant professional services for use solely
with respect to this project. These CADD files shall not be used
on other projects, for additions to this project, or for completion
of this project by others without written approval by the
Consultant. With the Consultant's approval, others may be
permitted to obtain copies of the CADD drawing files for
information and reference only. All intentional or unintentional
revisions, additions, or deletions to these CADD files shall be
made at the full risk of that party making such revisions, additions
or deletions and that party shall hold harmless and indemnify the
Consultant from any & all responsibilities, claims, and liabilities.

SUBMITTAL/REVISIONS

4-28-16 CITY SUBMITTAL
05-11-16 DRC SUBMITTAL

PROFESSIONAL SIGNATURE

| hereby certify that this plan, specification or report was
prepared by me or under my direct supervisiof\ and that
| am a| duly Ligensed Professfonal Engiheer under the
laws of|the $tate of Minnesot

Nicholas M. Mpnnnel - P

License No. 45861
Date 05-11-16
QUALITY CONTROL
Loucks Project No. 14672B
Project Lead NMM
Drawn By TRG
Checked By TDG
Review Date 05-11-16
SHEET INDEX
C2-1 SITE PLAN
C2-2 OVERALL SIGNAGE PLAN
C3-1 GRADING & DRAINAGE PLAN
C3-2 SWPP PLAN
C4-1  UTILITY PLAN (SANI. & WATER)
C4-2 UTILITY PLAN (STORM)
C8-1 DETAIL SHEET
C8-2 DETAIL SHEET

OVERALL SITE

SIGNAGE PLAN

C2-2
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GRADING, DRAINAGE & EROSION CONTROL NOTES XN

1. THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR
EXACT LOCATIONS AND DIMENSIONS OF BUILDINGS, VESTIBULES, SLOPED
PAVING, EXIT PORCHES, RAMPS, TRUCK DOCKS, ENTRY LOCATIONS AND
LOCATIONS OF DOWNSPOUTS.

2. ALL DISTURBED UNPAVED AREAS ARE TO RECEIVE MINIMUM OF 4
INCHES OF TOP SOIL AND SEED/MULCH. THESE AREAS SHALL BE
WATERED/MAINTAINED BY THE CONTRACTOR UNTIL VEGETATION IS
ESTABLISHED.

3. THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO
AVOID PROPERTY DAMAGE TO ADJACENT PROPERTIES DURING THE
CONSTRUCTION PHASE OF THIS PROJECT. THE CONTRACTOR WILL BE HELD
RESPONSIBLE FOR ANY DAMAGES TO ADJACENT PROPERTIES OCCURRING
DURING THE CONSTRUCTION PHASE OF THIS PROJECT.

4. THE CONTRACTOR WILL BE RESPONSIBLE FOR PROVIDING AND
MAINTAINING TRAFFIC CONTROL DEVICES SUCH AS BARRICADES,
WARNING SIGNS, DIRECTIONAL SIGNS, FLAGMEN AND LIGHTS TO
CONTROL THE MOVEMENT OF TRAFFIC WHERE NECESSARY. PLACEMENT OF
THESE DEVICES SHALL BE APPROVED BY THE ENGINEER PRIOR TO
PLACEMENT. TRAFFIC CONTROL DEVICES SHALL CONFORM TO THE
APPROPRIATE MINNESOTA DEPARTMENT OF TRANSPORTATION
STANDARDS.

5. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION
PRACTICES, THE CONTRACTOR WILL BE SOLELY AND COMPLETELY
RESPONSIBLE FOR CONDITIONS ON THE JOB SITE, INCLUDING SAFETY OF
ALL PERSONS AND PROPERTY DURING THE PERFORMANCE OF THE WORK.
THIS REQUIREMENT WILL APPLY CONTINUOUSLY AND NOT BE LIMITED TO
NORMAL WORKING HOURS.

6. THE DUTY OF THE ENGINEER OR THE DEVELOPER TO CONDUCT
CONSTRUCTION REVIEW OF THE CONTRACTORS PERFORMANCE IS NOT
INTENDED TO INCLUDE REVIEW OF THE ADEQUACY OF THE CONTRACTORS
SAFETY MEASURES IN, OR NEAR THE CONSTRUCTION SITE.

7. BEFORE BEGINNING CONSTRUCTION THE CONTRACTOR SHALL
INSTALL A TEMPORARY ROCK ENTRANCE PAD AT ALL POINTS OF VEHICLE
EXIT FROM THE PROJECT SITE. SAID ROCK ENTRANCE PAD SHALL BE
MAINTAINED BY THE CONTRACTOR FOR THE DURATION OF THE PROJECT.
SEE DETAILS SHOWN ON DETAIL SHEET(S.

8. EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE
ESTABLISHED AROUND THE ENTIRE SITE PERIMETER AND IN ACCORDANCE
WITH NPDES PERMIT REQUIREMENTS, BEST MANAGEMENT PRACTICES, CITY
REQUIREMENTS AND THE DETAILS SHOWN ON THE DETAIL SHEET(S).

9. ALL ENTRANCES AND CONNECTIONS TO CITY STREETS SHALL BE
CONSTRUCTED PER THE REQUIREMENTS OF THE CITY AND/OR COUNTY.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS AND
NOTIFICATIONS AS REQUIRED.

10.  ALL STREET REPAIRS AND PATCHING SHALL BE PERFORMED PER THE
REQUIREMENTS OF THE CITY. ALL TRAFFIC CONTROL SHALL BE PROVIDED
BY THE CONTRACTOR AND SHALL BE ESTABLISHED PER THE
REQUIREMENTS OF THE MINNESOTA MANUAL OF UNIFORM TRAFFIC
CONTROL DEVICES (MUTCD) AND THE CITY. THIS SHALL INCLUDE ALL
SIGNAGE, BARRICADES, FLASHERS AND FLAGGERS AS NEEDED. ALL PUBLIC
STREETS SHALL BE OPEN TO TRAFFIC AT ALL TIMES.

11.  ADJUST ALL EXISTING STRUCTURES, BOTH PUBLIC AND PRIVATE TO
THE PROPOSED GRADES WHERE DISTURBED AND COMPLY WITH ALL
REQUIREMENTS OF THE UTILITY OWNERS. STRUCTURES BEING RESET TO
PAVED AREAS MUST MEET OWNERS REQUIREMENTS FOR TRAFFIC

12. STREETS MUST BE CLEANED AND SWEPT WHENEVER TRACKING OF
SEDIMENTS OCCURS AND BEFORE SITES ARE LEFT IDLE FOR WEEKENDS AND
HOLIDAYS. A REGULAR SWEEPING SCHEDULE MUST BE ESTABLISHED.

13.  DUST MUST BE ADEQUATELY CONTROLLED.

14.  SEE SWPPP FOR ADDITIONAL EROSION CONTROL NOTES AND
REQUIREMENTS.

15. SEE UTILITY PLAN FOR STORM SEWER INFORMATION.

16.  SPOT ELEVATIONS REPRESENT FINISHED SURFACE GRADES AT GUTTER
LINE, FACE OF BUILDING, OR EDGE OF PAVEMENT UNLESS OTHERWISE
NOTED.

17.  REFER TO THE GEOTECHNICAL EVALUATION REPORT, DATED APRIL 20,
2015 AS PREPARED BY BRAUN INTERTEC CORPORATION, FOR AN EXISTING
SUBSURFACE SITE CONDITION ANALYSIS AND CONSTRUCTION
RECOMMENDATIONS.

18.  SEE UTILITY PLAN FOR STORM, WATER AND SANITARY SEWER
INFORMATION.

19.  SEE SITE PLAN FOR CURB AND BITUMINOUS TAPER LOCATIONS
20. PER ADA STANDARDS, SIDEWALK CROSS SLOPES SHALL NOT EXCEED

2% AND RUNNING SLOPES SHALL NOT EXCEED 5% ALONG THE ACCESSIBLE
ROUTES.

CITY OF BLOOMINGTON STANDARD NOTES |1
1. TEMPORARY STREET SIGNS, LIGHTING, AND ADDRESSES SHALL BE PROVIDED DURING CONSTRUCTION.

2. CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU LANE
RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR INSTALLATION. CONTACT SEAN JENKINS AT 952-563-4545 OR
SJENKINS@CI.BLOOMINGTON.MN.US PERMIT APPLICATION AND FOR FEE INFORMATION.

3. PUBLIC WORKS PERMIT APPLICATION FOR UNDERGROUND WORK WITHIN THE RIGHT-OF-WAY IS REQUIRED PRIOR TO REMOVAL OR
INSTALLATION OF SANITARY, WATER OR STORM WORK WITHIN THE LINDAU LANE PUBLIC RIGHT-OF-WAY. CONTACT UTILITIES AT 952-563-4568

FOR PERMIT APPLICATION AND FOR FEE INFORMATION.

4. RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET IMPROVEMENT POLICY; CONTACT UTILITIES (952-563-4568) FOR THE

REQUIREMENTS AND SHOW THIS ON THE PLAN.

5. CONTRACTOR SHALL OBTAIN HENNEPIN COUNTY PERMIT FOR WORK WITHIN 24TH AVENUE RIGHT-OF-WAY. CONTACT HENNEPIN COUNTY
PERMIT ENGINEER AT 612-596-0336 FOR PERMIT APPLICATION AND FEE INFORMATION.

6. ALL PARKING STALLS TO BE PAINTED WITH WHITE STRIPING.

7. ALL CONSTRUCTION AND POST-CONSTRUCTION PARKING SHALL BE ON-SITE - NO ON-STREET PARKING/LOADING/UNLOADING ALLOWED.

8. ALL PUBLIC SIDEWALKS SHALL NOT BE OBSTRUCTED.

9. STORAGE OF MATERIALS OR EQUIPMENT SHALL NOT BE ALLOWED ON PUBLIC STREETS OR WITHIN PUBLIC RIGHT-OF-WAY.

10.  STREET LIGHTING AND INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY INSPECTION PRIOR TO POURING CONCRETE OR BACKFILLING

EXCAVATIONS IN CITY RIGHT-OF-WAY.

11.  INSTALL CROSSWALK PAVEMENT MARKINGS IN ACCORDANCE WITH MMUTCD.

12. AMN LICENSED CIVIL ENGINEER MUST DESIGN AND SIGN ALL RETAINING WALLS 4-FOOT HIGH AND HIGHER.

13.  ALL COMPONENTS OF THE WATER SYSTEM, UP TO THE WATER METER OR FIRE SERVICE EQUIPMENT, (I.E. MAINLINE PIPES, SERVICES LARGER
THAN 2", VALVES, FITTINGS, CAPS, ETC.) SHALL UTILIZE PROTECTIVE INTERNAL COATINGS MEETING CURRENT ANSI/AWWA STANDARDS FOR
CEMENT MORTAR LINING OR SPECIAL COATINGS. THE USE OF UNLINED OR UNCOATED (CAST-IRON, GRAY-IRON, STEEL, GALVANIZED, ETC.) PIPE

SHALL NOT BE ALLOWED.

14.  COMBINATION FIRE AND DOMESTIC SERVICES MUST TERMINATE WITH A THREAD ON FLANGE OR AN MJ TO FLANGE ADAPTER.

15.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF WATER SERVICE PIPES, FITTINGS, AND VALVES ALL THE
WAY INTO THE BUILDING (I.E. UP TO METERS AND/OR FIRE SERVICE EQUIPMENT) TO ACCOMMODATE CITY INSPECTION AND TESTING.

16.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF SEWER SERVICES ALL THE WAY INTO THE BUILDING TO

ACCOMMODATE CITY INSPECTION AND TESTING.

17.  CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU LANE,
82ND ST., AND 26TH AVENUE S. RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR INSTALLATION. CONTACT SEAN JENKINS AT
952-563-4545 OR SJENKINS@BLOOMINGTONMN.GOV PERMIT APPLICATION AND FOR FEE INFORMATION.

18.  STREET LIGHTING AND INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY INSPECTION PRIOR TO POURING CONCRETE OR BACKFILLING
EXCAVATION IN THE CITY RIGHT-OF-WAY. CONTACT SEAN JENKINS AT 952-563-4545 OR SJENKINS@BLOOMINGTONMN.GOV TO SCHEDULE

INSPECTION.

EXISTING CONDITIONS PROVIDED BY
SUNDE LAND SURVEYING DATED
FEBRUARY 15th, 2015. CONTRACTOR
TO FIELD VERIFY SITE CONDITIONS
AND CONTACT ENGINEER ABOUT ANY
DISCREPANCIES.

0 10 20

I

CALL BEFORE YOU DIG!

Gopher State One Call

TWIN CITY AREA: 651—454—0002
TOLL FREE: 1-800-252-1166

WARNING:

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING FOR LOCATIONS OF ALL

EXISTING UTILITIES. THEY SHALL COOPERATE WITH ALL UTILITY COMPANIES IN

NORTH

SCALE IN FEET

MAINTAINING THEIR SERVICE AND / OR RELOCATION OF LINES.

THE CONTRACTOR SHALL CONTACT GOPHER STATE ONE CALL AT 651-454-0002
AT LEAST 48 HOURS IN ADVANCE FOR THE LOCATIONS OF ALL UNDERGROUND

BENCHMARK I

TOP NUT HYDRANT LOCATED IN THE NORTHWEST QUADRANT OF 26TH
AVE. S. & 82ND ST.
ELEVATION=809.17 FEET (NGVD 1929)

WIRES, CABLES, CONDUITS, PIPES, MANHOLES, VALVES OR OTHER BURIED
STRUCTURES BEFORE DIGGING. THE CONTRACTOR SHALL REPAIR OR REPLACE
THE ABOVE WHEN DAMAGED DURING CONSTRUCTION AT NO COST TO THE
OWNER.

ALPHA B
RESTAURANT

BLOOMINGTON, MN

am LOUCKS

PLANNING

CIVIL ENGINEERING

LAND SURVEYING
LANDSCAPE ARCHITECTURE
ENVIRONMENTAL

7200 Hemlock Lane, Suite 300
Maple Grove, MN 55369
763.424.5505
www.loucksinc.com

CADD QUALIFICATION

CADD files prepared by the Consultant for this project are
instruments of the Consultant professional services for use solely
with respect to this project. These CADD files shall not be used
on other projects, for additions to this project, or for completion
of this project by others without written approval by the
Consultant. With the Consultant's approval, others may be
permitted to obtain copies of the CADD drawing files for
information and reference only. All intentional or unintentional
revisions, additions, or deletions to these CADD files shall be
made at the full risk of that party making such revisions, additions
or deletions and that party shall hold harmless and indemnify the
Consultant from any & all responsibilities, claims, and liabilities.

SUBMITTAL/REVISIONS

4-28-16 CITY SUBMITTAL
05-11-16 DRC SUBMITTAL

PROFESSIONAL SIGNATURE

| hereby certify that this plan, specification or report was
prepared by me or under my direct supervisiof\ and that
| am a| duly Ligensed Professfonal Engiheer under the
laws of|the $tate of Minnesot

Nicholas M. Mpnnnel - P

License No. 45861
Date 05-11-16
QUALITY CONTROL
Loucks Project No. 14672B
Project Lead NMM
Drawn By TRG
Checked By TDG
Review Date 05-11-16
SHEET INDEX
C2-1 SITE PLAN
C2-2 OVERALL SIGNAGE PLAN
C3-1 GRADING & DRAINAGE PLAN

C3-2 SWPP PLAN
C4-1  UTILITY PLAN (SANI. & WATER)
C4-2 UTILITY PLAN (STORM)
C8-1 DETAIL SHEET
C8-2 DETAIL SHEET

GRADING &
DRAINAGE

PLAN

C3-1




% ~ SWPPP NOTES

\ 1. THE NATURE OF THIS PROJECT WILL CONSIST OF CONSTRUCTING: A 148 ROOM HOTEL, B. TRANSFER OF OWNERSHIP AS DESCRIBED IN THE PERMIT.
\ PARKING STRUCTURE, RESTAURANT, & A RETAIL BUILDING WITH ASSOCIATED SURFACE
PAVEMENTS, UTILITIES AND STORMWATER MANAGEMENT.
\ 15.  INSPECTIONS
\ 2 THE INTENDED SEQUENCING OF MAJOR CONSTRUCTION ACTIVITIES ARE AS FOLLOWS: A.  INITIAL INSPECTION FOLLOWING SILT FENCE INSTALLATION BY CITY REPRESENTATIVE IS
REQUIRED.
~ e a. INSTALL VEHICLE TRACKING BMP B.  EXPOSED SOIL AREAS: ONCE EVERY 7 DAYS AND WITHIN 24 HOURS FOLLOWING A 0.5"
\\/ b.  INSTALL SILT FENCE AROUND SITE OVER 24 MOUR RAIN EVENT
c.  CLEAR AND GRUB SITE ‘
@ d.  STRIP AND STOCKPILE TOPSOIL C.  STABILIZED AREAS: ONCE EVERY 30 DAYS
e.  REMOVE PAVEMENTS AND UTILITIES D.  FROZEN GROUND: AS SOON AS RUNOFF OCCURS OR PRIOR TO RESUMING
f. CONSTRUCT STORMWATER MANAGEMENT SYSTEMS CONSTRUCTION
g INSTALL INLET PROTECTION FOR SYSTEMS :
h.  ROUGH GRADE SITE E.  INSPECTION AND MAINTENANCE RECORDS MUST BE RETAINED FOR 3 YEARS AFTER FILING
i IMPORT CLEAN FILL FOR REPLACEMENT AND BALANCE OF THE NOTICE OF TERMINATION AND MUST INCLUDE: DATE AND TIME OF ACTION,
j INSTALL UTILITIES NAME OF PERSON(S) CONDUCTING WORK, FINDING OF INSPECTIONS AND
k. INSTALL BUILDING FOUNDATIONS RECOMMENDATIONS FOR CORRECTIVE ACTION, DATE AND AMOUNT OF RAINFALL
| INSTALL CURB AND GUTTER EVENTS GREATER THAN 0.5 INCHES IN A 24 HOUR PERIOD.
m.  INSTALL PAVEMENTS AND WALKS
) n.  FINAL GRADE SITE
0.  REMOVE ACCUMULATED SEDIMENT FROM STORM WATER SYSTEMS 16 MINIMUM MAINTENANCE
—_—— i INLET PROTECTION — p.  SEED AND MULCH A.  SILT FENCE TO BE REPAIRED, REPLACED, SUPPLEMENTED WHEN NONFUNCTIONAL, OR 1/3
N §‘ g.  WHEN ALL CONSTRUCTION ACTIVITY IS COMPLETE AND THE SITE IS STABILIZED, REMOVE SILT FULL; WITHIN 24 HOURS
> FOR RAIN-GARDEN FENCE AND RESEED ANY AREAS DISTURBED BY THE REMOVAL. B.  SEDIMENT BASINS DRAINED AND SEDIMENT REMOVED WHEN REACHES 1/2 STORAGE
STAND\PIPE VOLUME; WITHIN 72 HOURS
3. SITEDATA: C.  SEDIMENT REMOVED FROM SURFACE WATERS WITHIN (7)SEVEN DAYS
AREA OF DISTURBANCE: 4.72x AC D.  CONSTRUCTION SITE EXITS INSPECTED, TRACKED SEDIMENT REMOVED WITH 24 HOURS.
PRE-CONSTRUCTION IMPERVIOUS AREA: 3.68 AC E.  PROVIDE COPIES OF EROSION INSPECTION RESULTS TO CITY ENGINEER FOR ALL EVENTS
Ny K POST-CONSTRUCTION IMPERVIOUS AREA: 3.53 AC .
, S , > J4" IN 24 HOURS
EROSION CONTROL FENCE ) 83z - ®
INLET PROTECTION (TYP, SEE DETAIL) ) E\IEFNoElsf\/}/lj\?IOOIII;J)TYPE: FISG B (SEE GEOTECHNICAL EVALUATION REPORT FOR DETAILED 17. OWNER MUST KEEP RECORDS OF ALL PERMITS REQUIRED FOR THE PROJECT, ALL INSPECTIONS
(TYP, SEE DETAIL) 4? AND MAINTENANCE, PERMANENT OPERATION AND MAINTENANCE AGREEMENTS, AND
! Y REQUIRED CALCULATIONS FOR TEMPORARY AND PERMANENT STORM WATER MANAGEMENT
1 4, THE LOCATION OF AREAS NOT TO BE DISTURBED MUST BE IDENTIFIED WITH FLAGS, STAKES, SYSTEMS. THESE RECORDS MUST BE RETAINED FOR THREE YEARS AFTER FILING NPDES NOTICE
SIGNS, SILT FENCE, ETC. BEFORE CONSTRUCTION BEGINS. OF TERMINATION.
INSTALL BIO-ROLLESFE)
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|
PROTECT EX. RAINGGARDENS @‘ e 5. ALL DISTURBED GROUND LEFT INACTIVE FOR FOURTEEN (14) OR MORE DAYS SHALL BE 18.  SWPPP MUST BE AMENDED WHEN:
REMOVE SEDIMENTATION FROM RAIN % / STABILIZED BY SEEDING OR SODDING (ONLY AVAILABLE PRIOR TO SEPTEMBER 15) OR BY A. THERE IS A CHANGE IN DESIGN, OPERATION, MAINTENANCE, WEATHER OR SEASONAL
. ,, GARDENS & RETURN THEM TO PRE-EXISTING i @ MULCHING OR COVERING OR OTHER EQUIVALENT CONTROL MEASURE. CONDITIONS THAT HAS A SIGNIFICANT EFFECT ON DISCHARGE
N __ CONDITIONS UPON COMPLETION OF CONSTRUC ] B.  INSPECTIONS INDICATE THAT THE SWPPP IS NOT EFFECTIVE AND DISCHARGE IS EXCEEDING
~—_ FIELDSVERIFY LOCATIONS i 6. ON SLOPES 3:1 OR GREATER MAINTAIN SHEET FLOW AND MINIMIZE RILLS AND/OR GULLIES, WATER QUALITY STANDARDS.
= 1 SLOPE LENGTHS CAN NOT BE GREATER THAN 75 FEET. C.  THE BMP’S IN THE SWPPP ARE NOT CONTROLLING POLLUTANTS IN DISCHARGES OR IS .
ﬂ / i ol DENOTES SLOPES GREATER THAN 3:1. ALL 3:1 SLOPES TO BE STABILIZED WITH EROSION NOT CONSISTENT WITH THE TERMS AND CONDITIONS OF THE PERMIT.
= | \N 7 CONTROL BLANKET
/ " 19.  CONCRETE WASHOUT AREA PLANNING
~—_J i i 7. ALL STORM DRAINS AND INLETS MUST BE PROTECTED UNTIL ALL SOURCES OF POTENTIAL A.  CONTRACTOR TO PROVIDE PREFABRICATED CONCRETE WASH-OUT CONTAINER WITH CIVIL ENGINEERING
s / . i DISCHARGE ARE STABILIZED. RAIN PROTECTION PER PLAN. LAND SURVEYING
I B.  CONCRETE WASH-OUT TO BE IDENTIFIED WITH SIGNAGE STATING "CONCRETE WASHOUT
TAKE PHOTO
) | DOCUMENTATION 8. TEMPORARY SOIL STOCKPILES MUST HAVE EFFECTIVE SEDIMENT CONTROL AND CAN NOT BE AREA DO NOT OVERFILL". LANDSCAPE ARCHITECTURE
o ol 1 PLACED IN SURFACE WATERS OR STORM WATER CONVEYANCE SYSTEMS. TEMPORARY C.  CONCRETE WASHOUT WATER NEEDS TO BE PUMPED WITHIN 24 HOURS OF STANDING ENVIRONMENTAL
= | OF RAINYGARPENS STOCKPILES WITHOUT SIGNIFICANT AMOUNT OF SILT, CLAY, OR ORGANIC COMPOUNDS ARE WATER IN WASHOUT AREA.
1 PRIOR TO:CONSTRUCTION EXEPMT EX: CLEAN AGGREGATE STOCK PILES, DEMOLITION CONCRETE STOCKPILES, SAND 7200 Hemlock Lane, Suite 300
I STOCKPILES.
PREFABRICATED ! 20.  IN THE EVENT OF ENCOUNTERING A WELL OR SPRING DURING CONSTRUCTION CONTRACTOR Maple Grove, MN 55369
WASH-OUT AREA J TO CEASE CONSTRUCTION ACTIVITY AND NOTIFY ENGINEER. 763.424.5505
 N\| | 9. SEDIMENT LADEN WATER MUST BE DISCHARGED TO A SEDIMENTATION BASIN WHENEVER loucksi
A~ POSSIBLE. IF NOT POSSIBLE, IT MUST BE TREATED WITH THE APPROPRIATE BMP’S. www.loucksinc.com
FFE=809.5 M i 21.  PIPE OULTETS MUST BE PROVIDED WITH TEMPORARY OR PERMANENT ENERGY DISSIPATION
& i WITHIN 24 HOURS AFTER CONNECTION TO A SURFACE WATER.
10.  SOLID WASTE MUST BE DISPOSED OF PROPERLY AND MUST COMPLY WITH MPCA DISPOSAL
REQUIREMENTS.
= LI 22.  FINAL STABILIZATION
<\ FINAL STABILIZATION REQUIRES THAT ALL SOIL DISTURBING ACVTIVITIES HAVE BEEN COMPLETED AND
» Y . ?rﬁTEEEE/E\LRVL‘J/QgL'ESSSFT%?Eégﬁ%g\'(%%\ﬂ;\'ﬁ% MUST BE LIMITED TO A DEFINED AREA OF THAT DISTURBED AREAS ARE STABILIZED BY A UNIFORM PERENNIAL VEGETATIVE COVER WITH 70%
: : DENSITY, AND THAT ALL PERMANENT PAVEMENTS HAVE BEEN INSTALLED. ALL TEMPORARY BMP’S
SHALL BE REMOVED, DITCHES STABILIZED, AND SEDIMENT SHALL BE REMOVED FROM PERMANENT
= 12. NO ENGINE DEGREASING IS ALLOWED ON SITE. CONVEYANCES AND SEDIMENTATION BASINS IN ORDER TO RETURN THE POND TO DESIGN CAPACITY.
& 3O@O
< 13. THE OWNER WHO SIGNS THE NPDES PERMIT APPLICATION IS A PERMITTEE AND IS RESPONSIBLE 23.  RESPONSIBILITIES
& FOR COMPLIANCE WITH ALL TERMS AND CONDITIONS OF THE PERMIT. THE OPERATOR A.  THE OWNER MUST IDENTIFY A PERSON WHO WILL OVERSEE THE SWPPP IMPLEMENTATION
’ ¢ (CONTRACTOR) WHO SIGNS THE NPDES PERMIT APPLICATION IS A PERMITTEE FOR PARTS 11.B., AND THE PERSON RESPONSIBLE FOR INSPECTION AND MAINTENANCE:
PART II.C, PART II.B-F, PART V, PART IV AND APPLICABLE CONSTRUCTION ACTIVITY i
-20 REQUIREMENTS FOUND IN APPENDIX A, PART C. OF THE NPDES PERMIT AND 1S JOINTLY CONTACT: CARL JOHNSON (612)-366-1078
RESPONSIBLE WITH THE OWNER FOR COMPLIANCE WITH THOSE PORTIONS OF THE PERMIT. B.  THE OWNER MUST IDENTIFY THE A PERSON WHO WILL BE RESPONSIBLE FOR LONG TERM CADD QUALIFICATION
OPERATIONS AND MAINTENANCE OF THE PERMANENT STORMWATER MANAGEMENT
SYSTEM: CADD files prepared by the Consultant for this project are
/i 14.  TERMINATION OF COVERAGE -PERMITTEE(S) WISHING TO TERMINATE COVERAGE MUST SUBMIT A i . e a] o e o
@ # NOTICE OF TERMINATION (NOT) TO THE MPCA. ALL PERMITTEE(S) MUST SUBMIT A NOT WITHIN CONTACT: DAVID PETERS (435)-658-2727 with respect to this project, These CADD fes shall not be usen
o = 30 DAYS AFTER ONE OR MORE OF THE FOLLOWING CONDITIONS HAVE BEEN MET: 24. DO NOT BLOCK SIDEWALKS WITH SILT FENCE UNLESS APPROVED BY THE CITY. PHASE SILT FENCE on other projects, for additions to this project, or for completion
—————————————————————————————— 9] LOCATION AS NEEDED TO KEEP SIDEWALKS OPEN TO THE PUBLIC & PREVENT EROSION. of this project by others without written approval by the
——— / .@'_ Consultant. With the Consultant's approval, others may be
= X A.  FINAL STABILIZATION, PER NPDES PERMIT PART IV.G. HAS BEEN ACHIEVED ON ALL permitted to obtain copies of the CADD drawing files for
PORTIONS OF THE SITE FOR WHICH THE PERMITTEE IS RESPONSIBLE. inférrnaﬂfmdzﬁg referenze‘oth'y- At” W:;entiocnz‘Dg fylmnte;tlffla‘
revisions, a itions, or eletions to ese Ies sha e
INLET PROTECTION ﬁ made at the full risk of that party making such revisions, additions
r deletions and that party shall hold harml nd indemnify th
(TYP, SEE DETAIL) CITY OF BLOOMINGTON STANDARD NO T ES 55 © << o any & ol respronsibltios, clame, and liobile,
@9/ i L 1. TEMPORARY STREET SIGNS, LIGHTING, AND ADDRESSES SHALL BE PROVIDED DURING CONSTRUCTION. SUBMITTAL/REVISIONS
q 7:]n
s 2. CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU LANE RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR
’ ) § TEMPORARY ROCK N INSTALLATION. CONTACT SEAN JENKINS AT 952-563-4545 OR SJENKINS@CI.BLOOMINGTON.MN.US PERMIT APPLICATION AND FOR FEE INFORMATION. 4-28-16 CITY SUBMITTAL
CONSTRUCTION ENTRANCE 05-11-16 DRC SUBMITTAL
(SEE DETAIL) 3. PUBLIC WORKS PERMIT APPLICATION FOR UNDERGROUND WORK WITHIN THE RIGHT-OF-WAY IS REQUIRED PRIOR TO REMOVAL OR INSTALLATION OF SANITARY, WATER OR STORM WORK WITHIN THE LINDAU
@ $ LANE PUBLIC RIGHT-OF-WAY. CONTACT UTILITIES AT 952-563-4568 FOR PERMIT APPLICATION AND FOR FEE INFORMATION.
.— ¢ 4. RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET IMPROVEMENT POLICY; CONTACT UTILITIES (952-563-4568) FOR THE REQUIREMENTS AND SHOW THIS ON THE PLAN.
)
1 . o 5. CONTRACTOR SHALL OBTAIN HENNEPIN COUNTY PERMIT FOR WORK WITHIN 24TH AVENUE RIGHT-OF-WAY. CONTACT HENNEPIN COUNTY PERMIT ENGINEER AT 612-596-0336 FOR PERMIT APPLICATION AND FEE
= INFORMATION.
PROPERTY LINE 6.  ALL PARKING STALLS TO BE PAINTED WITH WHITE STRIPING.
7. ALL CONSTRUCTION AND POST-CONSTRUCTION PARKING SHALL BE ON-SITE - NO ON-STREET PARKING/LOADING/UNLOADING ALLOWED.
’ ® i 8. ALL PUBLIC SIDEWALKS SHALL NOT BE OBSTRUCTED.
()]
)7 \ L w 9. STORAGE OF MATERIALS OR EQUIPMENT SHALL NOT BE ALLOWED ON PUBLIC STREETS OR WITHIN PUBLIC RIGHT-OF-WAY.
10.  STREET LIGHTING AND INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY INSPECTION PRIOR TO POURING CONCRETE OR BACKFILLING EXCAVATIONS IN CITY RIGHT-OF-WAY. PROFESSIONAL SIGNATURE
@ # 11.  INSTALL CROSSWALK PAVEMENT MARKINGS IN ACCORDANCE WITH MMUTCD. | hereby certify that this plan, specification or report was
CONSTRUCTION LIMITS E m prepared by me or under my direct supervisiof\ and that
i 12. A MN LICENSED CIVIL ENGINEER MUST DESIGN AND SIGN ALL RETAINING WALLS 4-FOOT HIGH AND HIGHER. I'am a duly Ligensed Professfonal Engineer bnder the
® © laws of|the $tatle of Minnesot
# @ « 4 13.  ALL COMPONENTS OF THE WATER SYSTEM, UP TO THE WATER METER OR FIRE SERVICE EQUIPMENT, (I.E. MAINLINE PIPES, SERVICES LARGER THAN 2", VALVES, FITTINGS, CAPS, ETC.) SHALL UTILIZE PROTECTIVE
al . » INTERNAL COATINGS MEETING CURRENT ANSI/AWWA STANDARDS FOR CEMENT MORTAR LINING OR SPECIAL COATINGS. THE USE OF UNLINED OR UNCOATED (CAST-IRON, GRAY-IRON, STEEL, GALVANIZED, ETC.) PIPE _
SHALL NOT BE ALLOWED. . Nicholas M.
EROSION CONTROL FENCE @ License No. 45861
(TYP, SEE DETAIL) 5 14.  COMBINATION FIRE AND DOMESTIC SERVICES MUST TERMINATE WITH A THREAD ON FLANGE OR AN M) TO FLANGE ADAPTER. Date 05-11-16
%_ 15.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF WATER SERVICE PIPES, FITTINGS, AND VALVES ALL THE WAY INTO THE BUILDING (I.E. UP TO METERS AND/OR FIRE SERVICE QUALITY CONTROL
» & U EQUIPMENT) TO ACCOMMODATE CITY INSPECTION AND TESTING.
@ Loucks Project No. 14672B
- 16.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF SEWER SERVICES ALL THE WAY INTO THE BUILDING TO ACCOMMODATE CITY INSPECTION AND TESTING. Project Lead NMM
u| 0
17.  CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU LANE, 82ND ST., AND 26TH AVENUE S. RIGHT-OF-WAY. PERMIT IS REQUIRED Drawn By TRG
? @ 1 PRIOR TO REMOVALS OR INSTALLATION. CONTACT SEAN JENKINS AT 952-563-4545 OR  SJENKINS@BLOOMINGTONMN.GOV PERMIT APPLICATION AND FOR FEE INFORMATION. Checked By TDG
TYPICAL SUBSURFACE SOIL STRATUM I RECEIVING WATER S |5 Review Date 05-11-16
ASESEMNENTINEE
DEPTH TO BASE OF STRATUM NAME OF WATER TYPE OF | SPECIAL | IMAIRED |  TYPE OF SHEET INDEX
. ] STRATUM MATERIAL DESCRTION
PROREPERHNGNE pe BELOW EXISTING GRADE BODY WATER | WATER | WATER |  SPECIAL o1 SITE PLAN
WATER
— 1 0TO 18 FEET FILL BODY C2-2 OVERALL SIGNAGE PLAN
! ) 47O 14 FEET ML AND CL CITY STORM SEWER N/A NO NO C3-1  GRADING & DRAINAGE PLAN
° ' C3-2 SWPP PLAN
: R ‘ ’ C4-1 UTILITY PLAN (SANI. & WATER)
| 3 4TO 41 FEET SM, SP-SM, AND SP C4-2 UTILITY PLAN (STORM)
Jasa “asa gsa gsg C8-1 DETAIL SHEET
' S =R asa —-idsd | TERMINATION DEPTH OF 16
l 4 SP AND SP-SM C8-2 DETAIL SHEET
' S\'Q ——e 1gsg - @ TO 41 FEET
(=}
{ ELE ELE ELE ELE ELE Y F E @ ESTIMATED QUANTITIES I
; L - - *SEE GEOTECHNICAL REPORT AS PART OF SWPPP FOR Q
| ® _ ~— __ ADDITIONAL SOILS INFORMATION DESCRIPTION UNIT| QUANTITY
i PHASE SILT FENCE LOCATION AS e y o) @ PERMANENT STORMWATER MANAGEMENT mm P ORARY ROCK CONSTRUCT IO TR T -
: NEEDED TO ACCOMMODATE SIDEWALK ] @
I CONSTRUCTION AND PREVENT EROSION X INFILTRATION PREFABRICATED CONCRETE WASHOUT EA 1
i ® ® e STORMWATER HARVEST AND REUSE SILT FENCE (STANDARD) LF 1,626
I @] ® e FILTRATION INLET PROTECTION EA 62
| WET SEDIMENTATION BASIN SEEDING AC 0.9
STORM WATER
INLET PROTECTION
TP SEEDETAL ©  sweepLeGenD PROJECT LOCATION JPPE DEIGRER POLLUTION
I |
o S UNIVERSITY OF MINNESOTA P R EVE NT| O N
SILT FENCE COUNTY [ TOWNSHIP | LATITUDE [LONGITUDE
EXISTING CONDITIONS PROVIDED BY 44, Vil - PLAN
BENCHMARK HENNEPIN 27 85606 93.236650 Trevor Gruys

SUNDE LAND SURVEYING DATED 0 30 60 = CALL BEFORE YOU DIG! INLET PROTECTION

TOP NUT HYDRANT LOCATED IN THE NORTHWEST QUADRANT OF 26TH _-—
FEBRUARY 15th, 2015. CONTRACTOR | AVE S. & 89ND ST «Q — E Gopher State One Call

::> EXISTING DRAINAGE PATTERN Design of Construction SWPPP (May 31 2017) | 3
( [ 2
‘ if your certfification expires an May 31, 2015, you must take a ¢lass in

TO FIELD VERIFY SITE CONDITIONS | ELEVATION=809.17 FEET (NGVD 1929) W GITe AREA: 6514540000
AND CONTACT ENGINEER ABOUT ANY SCALE IN FEET NORTH TOLL FREE: 1-800—252—1166
DISCREPANCIES.

PROPOSED DRAINAGE PATTERN Winter 2014-2015 to saintain certification.
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CITY OF BLOOMINGTON STANDARD NOTES mm

1.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

TEMPORARY STREET SIGNS, LIGHTING, AND ADDRESSES SHALL BE PROVIDED
DURING CONSTRUCTION.

CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR
OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU LANE RIGHT-OF-WAY.
PERMIT IS REQUIRED PRIOR TO REMOVALS OR INSTALLATION. CONTACT SEAN
JENKINS AT 952-563-4545 OR SJENKINS@CI.BLOOMINGTON.MN.US PERMIT
APPLICATION AND FOR FEE INFORMATION.

PUBLIC WORKS PERMIT APPLICATION FOR UNDERGROUND WORK WITHIN THE
RIGHT-OF-WAY IS REQUIRED PRIOR TO REMOVAL OR INSTALLATION OF SANITARY,
WATER OR STORM WORK WITHIN THE LINDAU LANE PUBLIC RIGHT-OF-WAY.
CONTACT UTILITIES AT 952-563-4568 FOR PERMIT APPLICATION AND FOR FEE
INFORMATION.

RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET IMPROVEMENT POLICY;
CONTACT UTILITIES (952-563-4568) FOR THE REQUIREMENTS AND SHOW THIS ON
THE PLAN.

CONTRACTOR SHALL OBTAIN HENNEPIN COUNTY PERMIT FOR WORK WITHIN 24TH
AVENUE RIGHT-OF-WAY. CONTACT HENNEPIN COUNTY PERMIT ENGINEER AT
612-596-0336 FOR PERMIT APPLICATION AND FEE INFORMATION.

ALL PARKING STALLS TO BE PAINTED WITH WHITE STRIPING.

ALL CONSTRUCTION AND POST-CONSTRUCTION PARKING SHALL BE ON-SITE - NO
ON-STREET PARKING/LOADING/UNLOADING ALLOWED.

ALL PUBLIC SIDEWALKS SHALL NOT BE OBSTRUCTED.

STORAGE OF MATERIALS OR EQUIPMENT SHALL NOT BE ALLOWED ON PUBLIC
STREETS OR WITHIN PUBLIC RIGHT-OF-WAY.

STREET LIGHTING AND INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY
INSPECTION PRIOR TO POURING CONCRETE OR BACKFILLING EXCAVATIONS IN CITY
RIGHT-OF-WAY.

INSTALL CROSSWALK PAVEMENT MARKINGS IN ACCORDANCE WITH MMUTCD.

A MN LICENSED CIVIL ENGINEER MUST DESIGN AND SIGN ALL RETAINING WALLS
4-FOOT HIGH AND HIGHER.

ALL COMPONENTS OF THE WATER SYSTEM, UP TO THE WATER METER OR FIRE
SERVICE EQUIPMENT, (I.E. MAINLINE PIPES, SERVICES LARGER THAN 2", VALVES,
FITTINGS, CAPS, ETC.) SHALL UTILIZE PROTECTIVE INTERNAL COATINGS MEETING
CURRENT ANSI/AWWA STANDARDS FOR CEMENT MORTAR LINING OR SPECIAL
COATINGS. THE USE OF UNLINED OR UNCOATED (CAST-IRON, GRAY-IRON, STEEL,
GALVANIZED, ETC.) PIPE SHALL NOT BE ALLOWED.

COMBINATION FIRE AND DOMESTIC SERVICES MUST TERMINATE WITH A THREAD ON
FLANGE OR AN MJ TO FLANGE ADAPTER.

UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF
WATER SERVICE PIPES, FITTINGS, AND VALVES ALL THE WAY INTO THE BUILDING (I.E.
UP TO METERS AND/OR FIRE SERVICE EQUIPMENT) TO ACCOMMODATE CITY
INSPECTION AND TESTING.

UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSPECTION OF
EXISTING & INSTALLATION OF NEW SEWER SERVICES ALL THE WAY INTO THE
BUILDING TO ACCOMMODATE CITY INSPECTION AND TESTING.

CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR
OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU LANE, 82ND ST., AND 26TH
AVENUE S. RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR
INSTALLATION. CONTACT SEAN JENKINS AT 952-563-4545 OR
SJENKINS@BLOOMINGTONMN.GOV PERMIT APPLICATION AND FOR FEE

INFORMATION.

ALL EXISTING SANITARY SEWER STUBS TO BE CHECKED BEFORE CONNECTING TO
VERIFY IF THEY ARE IN WORKING ORDER.

TAPS OF LIVE WATER MAINS TO BE DONE BY CITY FORCES; HOWEVER, THEY SHALL
BE PAID FOR AND COORDINATED BY THE CONTRACTOR.
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UTILITY PLAN NOTES |

1.

10.

STORM SEWER PERFORATED

11.

12.

13.

14.

15.

16.

17.

18.

aooTw

ALL SANITARY SEWER, STORM SEWER AND WATERMAIN UTILITIES SHALL BE FURNISHED AND
INSTALLED PER THE REQUIREMENTS OF THE SPECIFICATIONS, THE CITY AND THE STANDARD  UTILITIES
SPECIFICATION OF THE CITY ENGINEERS ASSOCIATION OF MINNESOTA (CEAM), 1999 EDITION.

SEE DETAIL SHEET AND THE CONTRACT SPECIFICATIONS FOR SPECIFIC UTILITY DETAILS.

ALL CONNECTIONS TO EXISTING UTILITIES SHALL BE PERFORMED PER THE REQUIREMENTS OF THE

CITY. THE CITY DEPARTMENT OF ENGINEERING AND BUILDING INSPECTIONS DEPARTMENT AND THE
CONSTRUCTION ENGINEER MUST BE NOTIFIED AT LEAST 48 HOURS PRIOR TO ANY WORK ~ WITHIN THE
PUBLIC RIGHT OF WAY, OR WORK IMPACTING PUBLIC UTILITIES.

THE CONTRACTOR SHALL NOTIFY GOPHER STATE ONE CALL AT 651-454-0002 AT LEAST 48 HOURS PRIOR
TO PERFORMING ANY EXCAVATION OR UNDERGROUND WORK.

THE CONTRACTOR SHALL FIELD ADJUST WATERMAIN TO AVOID CONFLICTS WITH SANITARY SEWER,
STORM SEWER, AND SERVICES AS REQUIRED.

ALL STREET REPAIRS AND PATCHING SHALL BE PERFORMED PER THE REQUIREMENTS OF THE CITY. ALL
TRAFFIC CONTROL SHALL BE PROVIDED BY THE CONTRACTOR AND SHALL BE ESTABLISHED PER THE
REQUIREMENTS OF THE MINNESOTA MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MMUTCD)
AND THE CITY. THIS SHALL INCLUDE ALL SIGNAGE, BARRICADES, FLASHERS AND FLAGGERS AS NEEDED.
ALL PUBLIC STREETS SHALL BE OPEN TO TRAFFIC AT ALL TIMES. NO ROAD CLOSURES SHALL BE
PERMITTED WITHOUT THE EXPRESSED AUTHORITY OF OF THE CITY.

ALL UTILITY PIPE BEDDING SHALL BE COMPACTED SAND OR FINE GRANULAR MATERIAL PER THE
REQUIREMENTS OF THE CITY. ALL COMPACTION SHALL BE PERFORMED PER THE REQUIREMENTS  OF
THE CEAM SPECIFICATION.

ADJUST ALL EXISTING STRUCTURES, BOTH PUBLIC AND PRIVATE TO THE PROPOSED GRADES WHERE
DISTURBED AND COMPLY WITH ALL REQUIREMENTS OF THE UTILITY OWNERS. STRUCTURES BEING
RESET TO PAVED AREAS MUST MEET OWNERS REQUIREMENTS FOR TRAFFIC LOADING.

ALL NEW WATERMAIN AND SERVICES MUST HAVE A MINIMUM OF 8.0 FEET AND A MAXIMUM OF 10 FEET
OF COVER.

PROPOSED PIPE MATERIALS:

ALUMINZED CSP, OR HDPE-INFILTRATION SYSTEM ONLY
DUAL WALL HDPE

RCP

SCHEDULE 40 PVC

CLASS 52 DIP W/8 MIL. MIN. POLYWRAP
SCHEDULE 40 PVC SDR 26

PVC

48" DIAMETER
12" TO 24" DIAMETER

24" DIAMETER

8" DIAMETER

6" TO 8" DIAMETER

8" DIAMETER

4" TO 8" DIAMETER

STORM SEWER
STORM SEWER
STORM SEWER
WATERMAIN
SANITARY SEWER
SANITARY SEWER

ALL PORTIONS OF THE STORM SEWER SYSTEM, INCLUDING CATCH BASINS, LOCATED WITHIN 10 FEET OF
THE BUILDING OR WATER SERVICE LINE MUST BE TESTED ACCORDANCE WITH MINNESOTA RULES, PART
4715.2820

ALL JOINTS AND CONNECTIONS IN THE STORM SEWER SYSTEM SHALL BE GASTIGHT OR WATERTIGHT
(SEE MINNESOTA RULES, PART 4715.0700). APPROVED RESILIENT RUBBER JOINTS MUST BE USED TO MAKE
WATERTIGHT CONNECTIONS TO MANHOLES, CATCHBASINS, AND OTHER STRUCTURES.

HDPE PIPE CONNECTIONS INTO ALL CONCRETE STRUCTURES SHALL BE MADE WITH WATER TIGHT
MATERIALS, UTILIZING AN A-LOK OR WATERSTOP GASKET OR BOOT, CAST-IN-PLACE RUBBER BOOT, OR
APPROVED EQUAL. WHERE THE ALIGNMENT PRECLUDES THE USE OF THE ABOVE APPROVED
WATERTIGHT METHODS, CONSEAL 231 WATERSTOP SEALANT, OR APPROVED EQUAL WILL ONLY BE
ALLOWED AS APPROVED BY THE ENGINEER.

HIGH-DENSITY POLYETHYLENE (HDPE) STORM DRAINS MUST COMPLY WITH MINNESOTA RULES, PART
4715.0540:

PIPES 4-INCH TO 10-INCH IN SIZE MUST COMPLY WITH AASHTO M252.

PIPES 12-INCH TO 60-INCH IN SIZE MUST COMPLY WITH ASTM F2306.

ALL FITTINGS MUST COMPLY WITH ASTM D3212.

WATER-TIGHT JOINTS MUST BE USED AT ALL CONNECTIONS INCLUDING STRUCTURES.

INTERIOR CHIMNEY SEALS SHALL BE INSTALLED ON ALL SANITARY SEWER MANHOLES (SEE DETAIL)

CONTRACTOR SHALL CONTACT UTILITIES DIVISION (952-563-8777) REGARDING PERMIT FOR STORM
SEWER CONSTRUCTION.

ALL WET-TAP CONNECTIONS TO BE DONE BY THE CITY.

10 FEET OF HORIZONTAL & 18" OF VERTICAL SEPARATION TO MAINTAINED AT ALL TIMES BETWEEN
SANITARY SEWER & WATERMAIN WHERE PIPES ARE RUNNING PARALLEL.

20

I

NORTH

SCALE IN FEET

BENCHMARK I

TOP NUT HYDRANT LOCATED IN THE NORTHWEST QUADRANT OF 26TH
AVE. S. & 82ND ST.
ELEVATION=809.17 FEET (NGVD 1929)

EXISTING CONDITIONS PROVIDED BY
SUNDE LAND SURVEYING DATED
FEBRUARY 15th, 2015. CONTRACTOR
TO FIELD VERIFY SITE CONDITIONS
AND CONTACT ENGINEER ABOUT ANY
DISCREPANCIES.

CALL BEFORE YOU DIG!

Gopher State One Call

TWIN CITY AREA: 651—454—0002
TOLL FREE: 1-800—252—-1166

WARNING:

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING FOR LOCATIONS OF ALL
EXISTING UTILITIES. THEY SHALL COOPERATE WITH ALL UTILITY COMPANIES IN
MAINTAINING THEIR SERVICE AND / OR RELOCATION OF LINES.

THE CONTRACTOR SHALL CONTACT GOPHER STATE ONE CALL AT 651-454-0002
AT LEAST 48 HOURS IN ADVANCE FOR THE LOCATIONS OF ALL UNDERGROUND
WIRES, CABLES, CONDUITS, PIPES, MANHOLES, VALVES OR OTHER BURIED
STRUCTURES BEFORE DIGGING. THE CONTRACTOR SHALL REPAIR OR REPLACE
THE ABOVE WHEN DAMAGED DURING CONSTRUCTION AT NO COST TO THE
OWNER.

ALPHA B
RESTAURANT

BLOOMINGTON, MN

am LOUCKS

PLANNING

CIVIL ENGINEERING

LAND SURVEYING
LANDSCAPE ARCHITECTURE
ENVIRONMENTAL

7200 Hemlock Lane, Suite 300
Maple Grove, MN 55369
763.424.5505
www.loucksinc.com

CADD QUALIFICATION

CADD files prepared by the Consultant for this project are
instruments of the Consultant professional services for use solely
with respect to this project. These CADD files shall not be used
on other projects, for additions to this project, or for completion
of this project by others without written approval by the
Consultant. With the Consultant's approval, others may be
permitted to obtain copies of the CADD drawing files for
information and reference only. All intentional or unintentional
revisions, additions, or deletions to these CADD files shall be
made at the full risk of that party making such revisions, additions
or deletions and that party shall hold harmless and indemnify the
Consultant from any & all responsibilities, claims, and liabilities.

SUBMITTAL/REVISIONS

4-28-16 CITY SUBMITTAL
05-11-16 DRC SUBMITTAL

PROFESSIONAL SIGNATURE

| hereby certify that this plan, specification or report was
prepared by me or under my direct supervisiof\ and that
| am a| duly Ligensed Professfonal Engiheer under the
laws of|the $tate of Minnesot

Nicholas M. Mpnnnel - P

License No. 45861
Date 05-11-16
QUALITY CONTROL
Loucks Project No. 14672B
Project Lead NMM
Drawn By TRG
Checked By TDG
Review Date 05-11-16
SHEET INDEX
C2-1 SITE PLAN
C2-2 OVERALL SIGNAGE PLAN
C3-1 GRADING & DRAINAGE PLAN

C3-2 SWPP PLAN
C4-1  UTILITY PLAN (SANI. & WATER)
C4-2 UTILITY PLAN (STORM)
C8-1 DETAIL SHEET
C8-2 DETAIL SHEET

UTILITY PLAN
SANITARY
SEWER &

WATERMAIN

C4-1
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LI-12" : / UTILITY PLAN NOTES | KR
H | &
L | | N / / 1. ALL SANITARY SEWER, STORM SEWER AND WATERMAIN UTILITIES SHALL BE FURNISHED AND  INSTALLED PER THE REQUIREMENTS OF THE
S [ / SPECIFICATIONS, THE CITY AND THE STANDARD  UTILITIES SPECIFICATION OF THE CITY ENGINEERS ASSOCIATION OF MINNESOTA (CEAM),
0/44%% S / 17— 48 LF-12" HDPE @ 0.44% 1999 EDITION.
%( N I : 1 / \w CBMH-120 2. SEE DETAIL SHEET AND THE CONTRACT SPECIFICATIONS FOR SPECIFIC UTILITY DETAILS.
63 LF-12" HDPE @
% : : [ v 0.449, (NYLOPLAS 3. ALL CONNECTIONS TO EXISTING UTILITIES SHALL BE PERFORMED PER THE REQUIREMENTS OF THE  CITY. THE CITY DEPARTMENT OF ALPHA B
N | . 0 RIM=808.00 ENGINEERING AND BUILDING INSPECTIONS DEPARTMENT AND THE CONSTRUCTION ENGINEER MUST BE NOTIFIED AT LEAST 48 HOURS
| | 21gme-12" HDPE @ 0.44% INV_803 -59 PRIOR TO ANY WORK ~ WITHIN THE PUBLIC RIGHT OF WAY, OR WORK IMPACTING PUBLIC UTILITIES. RESTAU RANT
| =803.
| 4. THE CONTRACTOR SHALL NOTIFY GOPHER STATE ONE CALL AT 651-454-0002 AT LEAST 48 HOURS PRIOR TO PERFORMING ANY EXCAVATION
CBMH-141 l | OR UNDERGROUND WORK.
1 | 3 INLET INV=i BLOOMINGTON, MN
(NYLOPLAST) /:/ ; 3 5. THE CONTRACTOR SHALL FIELD ADJUST WATERMAIN TO AVOID CONFLICTS WITH SANITARY SEWER, STORM SEWER, AND SERVICES AS
RIM=808.50 | G4 — REQUIRED.
i 4 < A o \
INV=804.1]2 1+ : CBMHI-130 “ 6.  ALL STREET REPAIRS AND PATCHING SHALL BE PERFORMED PER THE REQUIREMENTS OF THE CITY. ALL TRAFFIC CONTROL SHALL BE
| GNYLOPLAST S % PROVIDED BY THE CONTRACTOR AND SHALL BE ESTABLISHED PER  THE REQUIREMENTS OF THE MINNESOTA MANUAL OF UNIFORM
| 4 , ( ) 4 o TRAFFIC CONTROL DEVICES (MMUTCD) AND THE CITY. THIS SHALL INCLUDE ALL SIGNAGE, BARRICADES, FLASHERS AND FLAGGERS AS
| N RIM=809.00 NEEDED. ALL PUBLIC STREETS SHALL BE OPEN TO TRAFFIC AT ALL TIMES. NO ROAD CLOSURES SHALL BE PERMITTED WITHOUT THE
| L1 ) a9 a 4 EXPRESSED AUTHORITY OF OF THE CITY
| l— 7 A ~ |NVZ8O387 CBMH-112 4 A < ,
: ’ ) 4 N g 2 N 7. ALL UTILITY PIPE BEDDING SHALL BE COMPACTED SAND OR FINE GRANULAR MATERIAL PER THE  REQUIREMENTS OF THE CITY. ALL
| Lo v 2 L. 4 (NR_/\OPLAST) T COMPACTION SHALL BE PERFORMED PER THE REQUIREMENTS ~ OF THE CEAM SPECIFICATION.
A
¥ RiM=808.50 _1om
: O < . 4 4 42 LF-12" HDPE @ 8.  ADJUST ALL EXISTING STRUCTURES, BOTH PUBLIC AND PRIVATE TO THE PROPOSED GRADES WHERE DISTURBED AND COMPLY WITH ALL
, < INV=805.50 0.44% REQUIREMENTS OF THE UTILITY OWNERS. STRUCTURES BEING ~ RESET TO PAVED AREAS MUST MEET OWNERS REQUIREMENTS FOR TRAFFIC
| - ) x LOADING.
| O A L ™
: O - = : ! ; . 4 9. ALL NEW WATERMAIN AND SERVICES MUST HAVE A MINIMUM OF 8.0 FEET AND A MAXIMUM OF 10 FEET OF COVER.
| 1 .
, ) 22 LF-12" HDPE @ 1.00% 10.  PROPOSED PIPE MATERIALS:
Y : S \ STORM SEWER PERFORATED ALUMINZED CSP, OR HDPE-INFILTRATION SYSTEM ONLY 48" DIAMETER By O U ( KS
| S CBMH-110 (NYLOPLAST) STORM SEWER DUAL WALL HDPE 12" TO 24" DIAMETER
| : 4 STORM SEWER RCP 24" DIAMETER PLANNING
| RIM=808.90 STORM SEWER SCHEDULE 40 PVC 8" DIAMETER CIVIL ENGINEERING
| INV=805.28 WATERMAIN CLASS 52 DIP W/8 MIL. MIN. POLYWRAP 6" TO 8" DIAMETER LAND SURVEYING
| ) SANITARY SEWER SCHEDULE 40 PVC SDR 26 8" DIAMETER
: SUMP=802.28 SANITARY SEWER DIP 8" DIAMETER LANDSCAPEENQ/TRCSLTAEELLTJQE
: 20 LF-12" HDPE @ 6.9% - 4 11. ALL PORTIONS OF THE STORM SEWER SYSTEM, INCLUDING CATCH BASINS, LOCATED WITHIN 10 FEET OF THE BUILDING OR WATER SERVICE 2900 Hemlock Lane. Suite 300
! : LINE MUST BE TESTED ACCORDANCE WITH MINNESOTA RULES, PART 4715.2820 ’
( : Maple Grove, MN 55369
763.424.5505
| 4
N , | INLET INV=803.90 12. ALL JOINTS AND CONNECTIONS IN THE STORM SEWER SYSTEM SHALL BE GASTIGHT OR WATERTIGHT (SEE MINNESOTA RULES, PART www loucksine com
| 4715.0700). APPROVED RESILIENT RUBBER JOINTS MUST BE USED TO MAKE WATERTIGHT CONNECTIONS TO MANHOLES, CATCHBASINS, AND
I / OTHER STRUCTURES.
l 1] 0O
N : 26 LF-12" HDPE @ 2.38% | 13.  HDPE PIPE CONNECTIONS INTO ALL CONCRETE STRUCTURES SHALL BE MADE WITH WATER TIGHT MATERIALS, UTILIZING AN A-LOK OR
N | Q3 4 WATERSTOP GASKET OR BOOT, CAST-IN-PLACE RUBBER BOOT, OR APPROVED EQUAL. WHERE THE ALIGNMENT PRECLUDES THE USE OF THE
| 3 CBMH-111 | v ABOVE APPROVED WATERTIGHT METHODS, CONSEAL 231 WATERSTOP SEALANT, OR APPROVED EQUAL WILL ONLY BE ALLOWED AS
APPROVED BY THE ENGINEER.
v | N (NYLOPLAST)
\t\ RIM=808.90 . 14.  HIGH-DENSITY POLYETHYLENE (HDPE) STORM DRAINS MUST COMPLY WITH MINNESOTA RULES, PART 4715.0540:
S . INV=805.90 a. PIPES 4-INCH TO 10-INCH IN SIZE MUST COMPLY WITH AASHTO M252.
- = . b. PIPES 12-INCH TO 60-INCH IN SIZE MUST COMPLY WITH ASTM F2306.
} l c. ALL FITTINGS MUST COMPLY WITH ASTM D3212.
|- INLET INV=803.00 d. WATER-TIGHT JOINTS MUST BE USED AT ALL CONNECTIONS INCLUDING STRUCTURES.
| l CADD QUALIFICATION
: l ....... ROOF DRAI N STU B 15. INTERIOR CHIMNEY SEALS SHALL BE INSTALLED ON ALL SANITARY SEWER MAN HOLES (SEE DETA”_) ﬁ»:terquef:SSS O?rtehpearcejnszﬁaiktlepri?:ss:::;tSifiictefsfofr:i:cio‘aerli
with respect to this project. These CADD files shall not be used
v : 17 LF-10" PVC @ 2.00% . 16.  CONTRACTOR SHALL CONTACT UTILITIES DIVISION (952-563-8777) REGARDING PERMIT FOR STORM SEWER CONSTRUCTION. o cier ot o addions ot prjec, r forcomplatio
: of this project by others without written approva y the
— Consultant. With the Consultant's approval, others may be
l INV=803.34 17.  ALL WET-TAP CONNECTIONS TO BE DONE BY THE CITY. permitted to abtain copies of the CADD drawing fies for
S7 S s, actom o it 1 trera CADD Hes sl o
\ ’ . ’ . L. L
B l \ 18. 10 FEET OF HORIZONTAL & 18" OF VERTICAL SEPARATION TO MAINTAINED AT ALL TIMES BETWEEN SANITARY SEWER & WATERMAIN WHERE o delations andlthe arey Shll ol hermiess and maermny e
/\ l I N L ET I NV=803 .90 PlPES ARE RUNN'NG PARALLEL_ Consultant from any & all responsibilities, claims, and liabilities.
Q& Bl CITY OF BLOOMINGTON STANDARD NO T ES 15— —
Ly l 1. TEMPORARY STREET SIGNS, LIGHTING, AND ADDRESSES SHALL BE PROVIDED DURING CONSTRUCTION. 4-28-16 CITY SUBMITTAL
Q) ) 05-11-16 DRC SUBMITTAL
O,
N | l 16 LF-12" HDPE @ 6.00% 2. CONTRACTOR SHALL OBTAIN A PUBLIC WORKS PERMIT APPLICATION FOR OBSTRUCTIONS AND CONCRETE WORK WITHIN LINDAU LANE
Hi=~33 RIGHT-OF-WAY. PERMIT IS REQUIRED PRIOR TO REMOVALS OR INSTALLATION. CONTACT SEAN JENKINS AT 952-563-4545 OR
S7T S | f CBMH-100 SJENKINS@CI.BLOOMINGTON.MN.US PERMIT APPLICATION AND FOR FEE INFORMATION.
. (NYLOPLAST) 3. PUBLIC WORKS PERMIT APPLICATION FOR UNDERGROUND WORK WITHIN THE RIGHT-OF-WAY IS REQUIRED PRIOR TO REMOVAL OR
‘ B INSTALLATION OF SANITARY, WATER OR STORM WORK WITHIN THE LINDAU LANE PUBLIC RIGHT-OF-WAY. CONTACT UTILITIES AT 952-563-4568 FOR
u//' | l RIM=808.90 PERMIT APPLICATION AND FOR FEE INFORMATION.
| INV=804.86
L | : 4. RESTORE CITY STREET BY COMPLYING WITH THE CITY STREET IMPROVEMENT POLICY; CONTACT UTILITIES (952-563-4568) FOR THE REQUIREMENTS
r S — ﬂ&ﬂ——.‘ < SUMP=801.86 AND SHOW THIS ON THE PLAN.
I
@ l l ' 5. CONTRACTOR SHALL OBTAIN HENNEPIN COUNTY PERMIT FOR WORK WITHIN 24TH AVENUE RIGHT-OF-WAY. CONTACT HENNEPIN COUNTY
3 : / PERMIT ENGINEER AT 612-596-0336 FOR PERMIT APPLICATION AND FEE INFORMATION. P ROTESSIONAL SICNATURE
\3 | l 6. ALL PARKING STALLS TO BE PAINTED WITH WHITE STRIPING. | hereby certify that this plan, specification or report was
{ I ] A prepared by me or under my direct supervisiof\ and that
( b I l A | am a| duly Ligensed Professfonal Engiheer under the
> | 16 LF-12" HDPE @ 6.5 7. ALL CONSTRUCTION AND POST-CONSTRUCTION PARKING SHALL BE ON-SITE - NO ON-STREET PARKING/LOADING/UNLOADING ALLOWED. laws of|the $tafl of Minnesot
I : - o J/o}
R I B 8.  ALL PUBLIC SIDEWALKS SHALL NOT BE OBSTRUCTED. g e
| 'S . icholas M. Mhnnnel -
: l 9. STORAGE OF MATERIALS OR EQUIPMENT SHALL NOT BE ALLOWED ON PUBLIC STREETS OR WITHIN PUBLIC RIGHT-OF-WAY. B:tee e No. osﬁsﬁ?g
CBMH-101
: l v 10.  STREET LIGHTING AND INTERCONNECT CONDUIT MUST BE EXPOSED FOR CITY INSPECTION PRIOR TO POURING CONCRETE OR BACKFILLING QUALITY CONTROL
|- %) Je (NYLOPLAST) * EXCAVATIONS INCITY RIGHT-OF-WAY. < pro -
Y | l |\ RIM=808.90 Lou‘c s PrOcht No. Ny
| 3 A INV=805.90 p 11. INSTALL CROSSWALK PAVEMENT MARKINGS IN ACCORDANCE WITH MMUTCD. lF;rOJectBLea M
| ’ = . 7 rawn By
) J | = 12. A MN LICENSED CIVIL ENGINEER MUST DESIGN AND SIGN ALL RETAINING WALLS 4-FOOT HIGH AND HIGHER. Checked By TDG
W Q\ : Review Date 05-11-16
¥ . i 13.  ALL COMPONENTS OF THE WATER SYSTEM, UP TO THE WATER METER OR FIRE SERVICE EQUIPMENT, (I.E. MAINLINE PIPES, SERVICES LARGER THAN SHEET INDEX
- [:Z 1 = 2", VALVES, FITTINGS, CAPS, ETC.) SHALL UTILIZE PROTECTIVE INTERNAL COATINGS MEETING CURRENT ANSI/AWWA STANDARDS FOR CEMENT MORTAR
t&g A i < LINING OR SPECIAL COATINGS. THE USE OF UNLINED OR UNCOATED (CAST-IRON, GRAY-IRON, STEEL, GALVANIZED, ETC.) PIPE SHALL NOT BE ALLOWED. (2.1 SITE PLAN
C, C2-2 OVERALL SIGNAGE PLAN
{ NY —]| I—— < 14.  COMBINATION FIRE AND DOMESTIC SERVICES MUST TERMINATE WITH A THREAD ON FLANGE OR AN MJ TO FLANGE ADAPTER. C3-1  GRADING & DRAINAGE PLAN
| - “ 4 C3-2 SWPP PLAN
| N 4 \' B 15.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF WATER SERVICE PIPES, FITTINGS, AND VALVES ALL THE WAY Ca-1  UTILITY PLAN (SANL & WATER)
L 4 [ § INTO THE BUILDING (I.E. UP TO METERS AND/OR FIRE SERVICE EQUIPMENT) TO ACCOMMODATE CITY INSPECTION AND TESTING. Ca2 UTILITY PLAN (STORM)
| < |~ C8-1 DETAIL SHEET
O \A 16.  UTILITY AND MECHANICAL CONTRACTORS SHALL COORDINATE INSTALLATION OF SEWER SERVICES ALL THE WAY INTO THE BUILDING TO Co.2 DETAIL SHEET
O 4 2 ] e ACCOMMODATE CITY INSPECTION AND TESTING.
P ROOF DRAIN STUB 17. TAPS OF LIVE WATER MAINS TO BE DONE BY CITY FORCES; HOWEVER, THEY SHALL BE PAID FOR AND COORDINATED BY THE CONTRACTOR.
e @ 4 @fee]
; )i , 4 e 14 LF-10" PVC @ 2.00% 44 p
<
/L\u |NV=803.25—\ BENCHMARK I
< _ » TOP NUT HYDRANT LOCATED IN THE NORTHWEST QUADRANT OF 26TH
L1 = AVE. S. & 82ND ST.
e _— WARNING: ELEVATION=809.17 FEET (NGVD 1929)
= T NORTH THE CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING FOR LOCATIONS OF ALL
v Q ' W EXISTING UTILITIES. THEY SHALL COOPERATE WITH ALL UTILITY COMPANIES IN
74 MAINTAINING THEIR SERVICE AND / OR RELOCATION OF LINES.
0 O - ¥ s UTILITY PLAN
- 0 10 =0 THE CONTRACTOR SHALL CONTACT GOPHER STATE ONE CALL AT 651-454-0002 STORM SEWER
N ) —h= ) — P D P P D AT LEAST 48 HOURS IN ADVANCE FOR THE LOCATIONS OF ALL UNDERGROUND
WIRES, CABLES, CONDUITS, PIPES, MANHOLES, VALVES OR OTHER BURIED
Q\ STRUCTURES BEFORE DIGGING. THE CONTRACTOR SHALL REPAIR OR REPLACE
%i_) - SCALE IN FEET THE ABOVE WHEN DAMAGED DURING CONSTRUCTION AT NO COST TO THE -
OWNER.
Cmm N ONo/
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BACKFILL & HAND TAMP SELECT
MATERIAL TO MIN. 1° OVER PIPE

COURSE FILTER AGG.
PER MNDOT 3149

SANITARY SEWER, STORM
SEWER, OR WATERMAIN

FERRATIGH MATERIAL.DETAR,

n
PIPE BEDDED IN GRANULAR BEDDING
TO DEPTH OF 5 INCHES. BACKFILL
COMPACTED TO FINISHED GRADE.

Py, T0na DETAL,

MIN. 6” (152 mm)
OF 1” TO 2"
TO 51 mm) DIA ROCK.

MNDOT STANDARD SPECIFICATION
3733 TYPE V PERMEABLE
GEOTEXTILE FABRIC BENEATH ROCK

18" (457 mm) MIN. HIGH
CUT—OFF BERM TO MINIMIZE
SILT RUNOFF FROM SITE.

(25 mm

MAER.

FULL WIDTH OF EXISTING
DRIVEWAY OPENING, ELSE
20' (6.10 m) MIN. WIDTH.

NOTES:

— PLACE BOTTOM EDGE OF FENCE INTO 6" (153 mm) DEEP
TRENCH AND BACKFILLED IMMEDIATELY.

— POSTS SHALL BE:

— 4 (1.22 m) ON CENTER

- 2" (50.8 mm) X 2" (50.8 mm) HARDWOOD, PINE OR
STEEL FENCE POSTS. MINIMUM LENGTH 4.5'

— DRIVEN 2’ (0.61 m) INTO THE GROUND.

FABRIC

FABRIC

}—6' (13 mm)

PIPE SIZE X"

INCH (METRIC) [ INCH (METRIC)

POLYESTER SLEEVE

METAL BASKET INSERT

KEY NOTES:

[3>12" ToP SECTION REQUIRED.

CONCRETE (64" MINIMUM OD)
[ CEMENT MORTAR ALL AROUND

SEE DETAIL THIS SHEET
[E>0-RING GASKET

|I>MIVDOT S.P.4010 2° ADWSTING RINGS AS NEEDED
[4 MIN. TO 12° MAX.} SET EACH RING IN FULL BED OF MORTAR.

[Z>MN/DOT S.P.4010 STD. SHORT CONE SECTION.

[4D USE ONLY PRECAST SECTIONS. NO BRICK OR BLOCK
8" CAST IN—PLACE CONCRETE OR 6" PRECAST REINFORCED

[ZDLEAN CONCRETE TO BEAR AGAINST FIRM UNDISTURBED SOIL
[E>PROVIDE WATER TIGHT PIPE CONNECTIONS

[T0>FOR CONNECTION TO EXISTING MH'S, CORE DRILL OPENING AND
PROVIDE TYPE B WATER TIGHT CONNECTOR

e HYDRANT TO BE:

A—423.
o OR APPROVED EQUAL.
e EQUIP WITH THREE HOSE

o WATEROUS PACER CLASSIC.
o MUELLER SUPERCENTURION 250 MODEL

NOZZLES/CONNECTIONS AS FOLLOWS:

0 ONE — FACTORY INSTALLED 5 INCH
STORZ PUMPER NOZZLE/CONNECTOR,
INCLUDING A MANUFACTURER SUPPLIED_

EXISTING CB
AND GRATE

PERFORATED 8" PVC
WTH GEOTEXTILE SOCK

4 MIN—10" MAX

AS APPROVED BY i)ITY FPRCES

MIN 4’ OR
AS SHOWN ON PLAN

AND INSTALLED ANODIZED ALUMINUM
NOZZLE CAP WITH A 1.5 INCH PENTAGON

12" (305mm) | 2.5" (64mm)

15" (381mm) | 3.0" (76mm)

— 18" (457mm) | 3.5" (89mm)

STAYPUT COVER_/ 21" (533mm) | 4.0° (102mm)

B 24" (610mm) | 4.5 (114mm)

TYLER SERIES , 27" (686mm) | 5.0" (127mm)

6860 VALVE BOX (28 42"":-1) 30" (762mm) | 5.5" (140mm)

(OR EQUAL) 33" (.84m) 6.0" (152mm)

36" (.91m) 6.5" (165mm)

WITH CENR"I"EséII\?C? TEDXQ'IL'\E/E 42" (1067mm) | 757 (191mm)
48" (1219mm) | 8.5" (216mm)

twatermaN [ | 4 54" (1372mm) | 9.5 (241mm)

60" (1524mm) [ 10.5" (267mm)

BACK FILL
PE 0.D.+ 24" (610mm

(MAX.)
12" (305mm)

P ‘= HAND TAMP

T~ s AT

BOTTOM OF PIPE
AND BELL SECTION.

[I1>6" SAND OR FOUNDATION MATERIAL
[I2> UNDISTURBED SOIL OR COMPACTED SUBGRADE

NOTES:

1. IF_A SEWER MAIN IS CONNECTED MORE THAN 24"
ABOVE THE INVERT OF THE OUTGOING SEWER,
CONNECTION SHALL BE BY MEANS OF AN OUTSIDE
DROP. SEE DETAIL THIS SHEET.

274 2. FORM GROUT TO SLOPE TO CENTER TROUGH.

Y 1 3.LFTING HOLES WHICH PENETRATE THROUGH SECTION
KD ¥ N]  WALLS ARE NOT PERMITTED.
N /| 4.STEPS ARE NOT PERMITTED IN MANHOLES.
4
: [ 4 TYPE A, B, OR C
o] ke SEE DETAIL THIS

NUT AND NO ROCKER LUG.
o TWO — 2.5 INCH HOSE
NOZZLES/CONNECTIONS (WITH

THE ENGINEER.

AWWA C-105.
e BARREL TO BE BRIGHT RED.

VALVE DETAILS.
INCLUDE INSTALLATION OF THE

NATIONAL STANDARD THREADS) AND

STANDARD NOZZLE CAPS WITH 1.5 INCH

PENTAGON NUTS, AND NO ROCKER LUGS.
e USE SS NUTS AND BOLTS AS APPROVED BY

WITH POLYETHYLENE IN ACCORDANCE WITH
e ALL VALVES TO OPEN COUNTER—CLOCKWISE.

e SEE TYPICAL VALVE INSTALLATION DETAIL FOR
e WATEROUS PACER CLASSIC HYDRANTS SHALL

VALVE BOX

6”"DIP

WATERMAIN

6" R.S. GATE VALVE

18" PRECAST CONC. _/

BASE MIN. 5" THICK

VALVE.dwg !m

COVER WITH 2'x 3’ (610mm x
915mm) RECTANGULAR OPENING
IN CENTER (MN/DOT SP 4020G),

ALIGN OPENING TO PROPOSED

CURB & GUTTER >
O—RING GASKET OR %
BITUMASTIC MATERIAL AT EACH i
BUTTED JOINT SURFACE & _[
5 b
3 e
BREAKOUT TOP HALF PIP [
GROUT AROUND PIPE & b . Al
FORM INVERT AS SHOWN. 48—}
& .
% 5y
e, By
PRE—CAST BASE (MN/DOT SP Riaazd R
4011E) PLACED ON 3" (76mm) D AT LT T e S
CAST IN PLACE CONCRETE OR SER SN O o Y

8” (203mm) POURED CONC.
BASE ON UNDISTURBED EARTH

2" (50mm) ADJUSTING RINGS (MNDOT SP
4010G) AS NEEDED, 4 (100mm) MIN. TO
12" (305mm) MAX., SET EACH RING IN
A FULL BED OF MORTAR

:" 12" (305mm) TOP SECTION REQUIRED

PRECAST REINFORCED
CONCRETE SECTIONS
AS NEEDED.

— 4" (100mm)

) I E—— —] SHEET, GROUT
: N ‘K& - >
LA .
o 4 M &
EDS W R » £ AN /8
.‘.; _ 4‘ 8 El ,' -
." '4| .
.3 6 \ £
< «,

/FVFINISHED GRADE

(100% CRUSHED)

SURFACE COMPACTION

NOTES:

1. CONCRETE SHOULD BE REINFORCED WITH WELDED WIRE FABRIC
OR REINFORCING BARS TO ASSIST IN CONTROLLING CRACKING
FROM DRYING SHRINKAGE AND THERMAL CHANGES.

2. SAWED OR FORMED CONTROL JOINTS SHOULD BE INCLUDED
FOR EACH 225 SQUARE FEET OF AREA OR LESS (15 FEET BY 15 FEET).

3. SAW CUTS SHOULD NOT CUT THROUGH THE WELDED WIRE
FABRIC OR REINFORCING STEEL AND DOWELS SHOULD BE
UTILIZED AT FORMED AND/OR COLD JOINTS.

6" CONCRETE MN/DOT SPEC. 2301

6" COMPACTED AGGREGATE BASE CL. 5
OR 7 MN/DOT SPEC. 3138

HEAVY DUTY CONCRETE
PAVEMENT SECTION

LOUCKS

ASSOCIATES

LOUCKS PLATE NO.

SITE-32

DRAWN 12/2012

BREAKOUT TOP HALF PIPE
GROUT AROUND PIPE &
FORM INVERT AS SHOWN.

MN/DOT S.P.4010 2"
ADJUSTING RINGS AS
NEEDED (4" MIN. TO
12" MAX.). SET EACH
’._27-_.1
MN/DOT S.P. 4020 / RING IN A FULL BED

OFFSET HOLE COVER ; Y OF MORTAR.

O—RING GASKET OR
BITUMASTIC MATERIAL
AT EACH BUTTED
JOINT SURFACE.

12" TOP SECTION REQUIRED

+. |=——MN/DOT S.P.4011
PRE—CAST BASE PLACED
ON 6” SAND OR
FOUNDATION MATERIAL.

NOTES:

— NO UFT HOLES ARE ALLOWED IN
MANHOLES LESS THAN 60" IN DIA.

— FOR MH'S IN DRIVE LANES, ROTATE COVER
SO THAT CASTING IS OUT OF WHEEL PATH,

AS APPROVED.

4" CONCRETE WALK
MN/DOT SPEC. 2521

4" GRANULAR MATERIAL
MN/DOT SPEC. 3149

LOUCRS

ASSOCIATES

LOUCKS PLATE NO.
SITE-33

DRAWN 12/2012

CONCRETE SIDEWALK
SECTION

MANUFACTURERS MOST CURRENT

ANTI-CHATTER BRASS UPPER VALVE WASHER.

18”x18"x4” THICK —
PRECAST CONC. BASE

MNDOT MIX DESIGN 3A32.

POUR AGAINST
UNDISTURBED SOIL

TOP VIEW I
PIPE SIZE_| BEARING AREA
M 5 SQFT.
" 2 SQFT,
" 20 SQ.FT.
247 27 SQ.F
307 39 SQ.F
367 54 SQ.FT.
427 71 SQFT.
48" 90 SQ.FT.

SECTION A—A

BARRE THRLST BLOCK DETA

—BLOCKING TO BE POURED CONCRETE,

—FITTINGS MUST BE COVERED W/POLY
(8 MIL) PRIOR TO POURING CONCRETE.

— PAVEMENT SECTION VARIES
SEE PAVEMENT SECTION DETAIL

SLOPE GUTTER TO
MATCH PARKING LOT

3" RAD:-
DRAINAGE
(3/4" PER FT. TYP.) TIP
GUTTER OUT AS REQ'D

—3/8" LIP 3 RAD- T
g L 7. . ] s
&’ RERRE A ay, K
4. .
A @,
AGG. BASE, - a a4 . "‘ " _4
VARIES 4
122025070
rogve 17202%07°% 2% ¢
MAMLEACL A2: 072 07°07° 07007744 07%07%
MIN. OF 4" AGG. BASE ,
UNDER CURB (IF TOTAL Bmm'gg;’&
[THICKNESS OF SECTION OF CURB
ALLOWS)
A 8"
CURB | a0
vee | AT
B612 | 12" | 20"
B618 | 18" | 26"
B624 | 24" | 32"
LOUCKS PLATE NO.
LOUCKS B6 STYLE CONCRETE SITE-10
ASSOCIATES CURB AND GUTTER

/% FINISHED GRADE

1.5" BIT. WEARING COURSE, CERTIFIED PLANT
MN/DOT SPEC. 2360 SPWEA240C

TACK COAT, MnDOT SPEC. 2357

R
RS
R AR,
LIS

1.5" BIT. BASE COURSE, CERTIFIED PLANT
MN/DOT SPEC. 2360 SPNWB230C

8" AGG. BASE, CLASS 5 OR 7 MN/DOT SPEC 3138
(100% CRUSHED)

SURFACE COMPACTION

PAVEMENT SECTION BASED ON
GEOTECHNICAL REPORT BY BRAUN
INTERTEC, DATED APRIL 20, 2015

O CKsS

LOUCKS PLATE NO.

SITE-30

MEDIUM DUTY BITUMINOUS PAVEMENT
SECTION

AUTOMOBILE PARKING AREAS

DRAWN 12/2012

DRAWN 12/2012

/%FINISHED GRADE

2" BIT. WEARING COURSE, CERTIFIED PLANT
MN/DOT SPEC. 2360 SPWEA240C

TACK COAT, MnDOT SPEC. 2357

R

2" BIT. BASE COURSE, CERTIFIED PLANT MN/DOT
SPEC. 2360 SPNWB230C

10" AGG. BASE, CLASS 5 OR 7 MN/DOT SPEC
3138 (100% CRUSHED)

SURFACE COMPACTION

PAVEMENT SECTION BASED ON
GEOTECHNICAL REPORT BY BRAUN
INTERTEC, DATED APRIL 20, 2015

LOUCKS PLATE NO.
SITE-30

DRAWN 12/2012

HEAVY DUTY BITUMINOUS PAVEMENT
SECTION
DRIVE AREAS AND TRUCK PARKING

Hyd_instl.dwg

CONC. SIDEWALK SLAB —/

TOOLED RADIUS EDGE

MAX. 2% SLOPE AWAY
FROM BUILDING
(TYP.)

PAVEMENT ELEVATION VARIES
SEE PAVING PLAN

o
PAVEMENT
SECTION)

—— 6" MIN.

BASE MATERIAL —

——

USE FOR CURB REPLACEMENT IN R.O.W.

|,<. YU CRS

LOUCKS PLATE NO.
SITE-17

DRAWN 12/2012

INTEGRAL CURB
AND WALK

SURMOUNTABLE CONCRETE
CURB AND GUTTER

TYPICAL NEENAH R-3067
CASTING.

2NO. 4, 10" LONG, EPOXY COATED
REBARS SHALL BE INSTALLED ON
EACH SIDE OF THE CASTING. REBARS
AND EPOXY COATING PER MN/DOT
SPEC. 3301.

NOTE: SURMOUNTABLE CURB AND
GUTTER TO BE FORMED INTO A B618 TYPE
CURB AT CATCH BASIN CASTING.

10 MIN.
10 MIN. TRANSITION
SURMOUNTABLE o 6"+ TRANSITIID(F?%CJURB
CURB AND GUTTER B r o
— === ===
—— 7__—

| I _/ }
%PANSION JOINT
2 NO. 4 REBARS ON EACH SIDE

OF CASTING 10 FOOT IN LENGTH

EXPANSION
JOINT
DESIGN GUTTER

LINE GRADE

| i
|

I‘— 10" TAPER %10' TAPER —— |

Lot o ks
ASSOCIATES

CATCH BASIN CASTING STRM-5

LOUCKS PLATE NO.

INSTALLATION DETAIL

DRAWN 12/2012

ADJUSTING RINGS

— SHALL BE PRECAST,

2" (51mm) THICK, AND
REINFORCED WITH 8 GAUGE
STEEL WIRE.

— SET EACH RING IN A FULL
BED OF MORTAR.

— TOTAL ADJUSTMENT HEIGHT
SHALL BE BETWEEN

4" (102mm) AND 12" (305mm).

" (127mm)PRECAST
REINFORCED CONCRETE

) 8" (203 mm)
/r

OPENINGS AS NEEDED
3 CAST—IN—PLACE CONCRETE BASE
(76 mm) PLACED ON 6" (152mm) SAND
NOTE: OR FOUNDATION MATERIAL.
NO LIFT HOLES ARE ALLOWED.

SHAURARD CATCH BAZY

HIGH BREAK—AWAY SECTION

POURED CONC.THRUST
BLOCKS 2.25 SQ.FT.
BEARING SURFACE AREA

2 LAYERS OF 8 MIL
POLYETHYLENE

1.5" DIA COMPACTED ROCK
(LIMESTONE IS NOT APPROVED)

1/2015

THRUST BLOCKING MUST BE
CAST—IN—PLACE CONCRETE,
POURED AGAINST UNDISTURBED

PIPE_SIZE BEARING AREA
" 2.25 SF
8" 4 SF

NOTES:
1. THRUST BLOCKS TO BE USED FOR BENDS 22 1/2°
AND OVER, INCLUDING HYDRANTS AND HYDRANT TEES.

THRUST BLOCKS ARE REQUIRED REGARDLESS OF ANY OTHER

[

RESTRAINT METHODS USED ON WATERMAIN LESS THAN 12" IN DIA.

o

RESTRAINT METHODS ON WATERMAIN LARGER THAN 12" SHALL BE
MEGALUGS, LOCKING GASKETS OR OTHER APPROVED EQUAL. THE
LENGTH OF RESTRAINT SHALL BE AS COMPUTED BY DIPRA.

TDEGH THRUST BLOGK

R3"(76mm)

(178mm)ie. i aa,

s

B618_C&G.dwg

o ] 13-1/2"
Rifz '(13.‘”?‘1)‘}" ) T (343mm)

., A de ]

"(660mm);>|

8”(203mm)

6”(152mm)
/RJ/Z"(Bmm)
A S

sed

(152mm)

I

4/2009

am LOUCKS

PLANNING

CIVIL ENGINEERING

LAND SURVEYING
LANDSCAPE ARCHITECTURE
ENVIRONMENTAL

7200 Hemlock Lane, Suite 300
Maple Grove, MN 55369
763.424.5505
www.loucksinc.com

CADD QUALIFICATION

CADD files prepared by the Consultant for this project are
instruments of the Consultant professional services for use solely
with respect to this project. These CADD files shall not be used
on other projects, for additions to this project, or for completion
of this project by others without written approval by the
Consultant. With the Consultant's approval, others may be
permitted to obtain copies of the CADD drawing files for
information and reference only. All intentional or unintentional
revisions, additions, or deletions to these CADD files shall be
made at the full risk of that party making such revisions, additions
or deletions and that party shall hold harmless and indemnify the
Consultant from any & all responsibilities, claims, and liabilities.
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Date 05-11-16
QUALITY CONTROL
Loucks Project No. 14672B
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COMPACTED BACKFILL

ASTM C-913, ASTH C-B90 L ACT-318.

6" SOLID CASTING 12x18" STANDARD HANDICAP
AND FRAME /PARKING SIGN WITH SEPARATE "VAN
W/CAST IRON PLUG RESERVED) ACCESSIBLE’ PANEL. GREEN, WHITE, ” 18-0" SEE PLAN
PARKING AND BLUE ON REFLECTIVE
BACKGROUND. USE HDWR PER SIGN
8 SUPPLIER’S RECOMMENDATIONS. —— 1'-0"
o HC SIGNAGE PER MINNESOTA
| L. RULES 1341.0502 "
1. USE "NO PARKING FIRE o T T — g ” ~————
LANE, HR8-31 OR APPROVED ;%;(é)ESS;SE?QEVEEIYé;‘?EEN
EQUAL. SIGN MUST BE A MINIMUM N N Py
Q AME AND COVER ON WHITE RELECTIVE I ~ :
OF 12" X 18", ALUMINUM PLATE, |‘ 60 deg. BACKGROUND &
.063 MIN. THICKNESS, HIGH T YO R =1 o TR
INTENSITY SHEETING, INSTALLED AT PLAN VIEW PLAN VIEW +‘ S — N z.;fJ._*%' |e——————————— 2" DIA. 6/ LONG MIN.
A HEIGHT 5" ABOVE GROUND, WITH . " -_— " » GALVANIZED SCHEDULE 40
RED LETTERING ON WHITE 1/8" THICK 1/8" THICK "lal BARRIER" INNER MANHOLE > S AOVE 0P OF RINGS. GASTING STEEL PIPE. EMBED IN CONCRETE
BACKGROUND (STANDARD). GALVANIZED GALVANIZED RING SEAL AS MANUFACTURED o £1 SHOULD NOT REST ON SLEEVE. 1 FILLED BOLLARD %
) 6" PVC RISER STEEL PLATE STEEL PLATE BY STRIKE PRODUCTS OR e Y ) AN 3 So3 §
2 THE SN SUPPORTS WL 96 (CENTER ON PP (CENTER ON PPt APPROVED EOUAL T ceconsy concreree [t ~rLagg gpem  [EEL>seaavt/ arout : I e A
L T, . 2 58325
3. THE SUPPORTING POSTS SHALL BE X@IICSJSIIQIEEEDSI_STSSTEEL Xﬂ‘cﬂgg‘ég&zﬁﬂ RAME AND COVER s : %EE@HN;&%%?HG N : : LONG MINIMUM g g 5
SET BACK A MINIMUM OF 12" BUT ® g o >22
NOT MORE THAN 36" FROM THE (2 EACH SIDE) (2 EACH SIDE) e N ~ \ S ) Z20
CURS ON BOTH SIDES OF THE 6" PVC LONG SWEEP 3 T O O o 5 Nk °i5
FIRE LANE/PRIVATE DRIVE. 45 DEG. BEND e | PRECAST CONCRETE B AVAILABLE FROM . Q Z£3
4. ALL SIGNS SHALL FACE THE — e STRUCTURE _; BOLLARDSNSLEEVES.COM OR EQUAL. Z g7
DIRECTION OF TRAVEL AND BE NOTES: » N 2 Sg
INSTALLED ACCORDING TO THE 6" x 6" PVC WYE 1. SEALANT OR RAMNECK B b ol © = >&
LOCATIONS IDENTIFIED BY THE CITY " REQUIRED HERI s — = e 4
ON THE APPROVED SITE PLAN FOR 2. NO SEALANT OR RAMNECK ", .“‘b of 2 S 11
2 THE DEVELOPMENT. \ HERE FOR DRAINAGE 5 &
O £ g MM e — - ’
B . S L MPACTED OR < =
\1\ 36" 36" FACTORY REMOVED FOR FLAT ad 1! £ UNDISTURBED SUBGRADE. § g z2 ;
N N TOPS £5ho%
5 - =>0: T
RO h S iz: 52322
N % 5= sZ CZD &2
SIS 22332
NOTES: NOTES: £ 6222
SECTION VIEW SECTION VIEW T, BOLLARDS TO BE PLACED 12" BEHIND 32 23527
Iz 172 0
RISER PIPE SHALL BE EXTENDED ABOVE GROUND LEVEL INTIALLY & THEN CUT E— I BACK OF CURB. A5 E2F<0
BACK TO MATCH FINAL GRADE (BY OTHERS) 2. QAUAF'F“:;AE":‘TPLLYU&BREUDNT'L CONCRETE IS © cZ 2
) 28
" ’ ’ — = ™
CLEANOUT TO BE COVERED WITH A CAST IRON BONNET AND LID (FORD A-1 48" DIA. MANHOLE 2’ X 3" CATCH BASIN > 2;’;85&%55;5&’%2&25&% 2
(=)
METER BOXCOVER - OR EQUAL) IDENTIFIED AS "STORM" OR "SANITARY" NOTES: — 12'DIA. CREATE FINAL PAVING PATTERN AS =
1. ALL ANCHOR BOLTS SHALL BE 1/2" DIA. STAINLESS STEEL EXPANSION ANCHORS WITH 4" MIN. EMBEDMENT. SHOWN ON PLANS.
2. ALL FABRICATED METAL TO BE HOT DIPPED GALVANIZED
LOUCKS PLATE NO. LOUCKS PLATE NO. LOUCKS PLATE NO. LOUCKS PLATE NO.
LOUCKS LOUCRS SANITARY & STORM SEWER Lot cns TYPICAL ADA PARKING
FIRE LANE SIGN SITE-25 MANHOLE SKIMMER PLATE 2037 TYPICAL ADA PARKI 2035
ASSOCIATES SIG ASSOCIATES CLEANOUT ASSOCIATES OLES SIGN / BOLLARD COMBO C A PARKING
DRAWN 12/2012 DRAWN 1/2014 DRAWN 1/2014
NOTE:
— EACH DRIVEWAY PANEL NOT TO EXCEED 100 SF (9.29 m2).
- — REINFORCEMENT BARS OR WELDED WIRE FABRIC (STEEL MESH)
A ARE NOT ALLOWED IN THE RIGHT—OF—=-WAY
g [l — CLASS 5 AGGREGATE BASE REQUIRED UNDER CURB AND GUTTER.
4'|o"
o 2l . — IF PRESENT, STREET LIGHT, SIGNAL AND INTERCONNECT CONDUIT
POSSIBLE WHEN
'g 3 OR DIRECT BURIED STREET LIGHT WIRING MUST BE EXPOSED FOR
" ) INSPECTION PRIOR TO POUR
331
1 STUNE T RECOMMENDED. o | 131ce roUrtY: isricet
R A ez eineeigui T3 — kS B612 OR
PLAN AGON PLAN VIEW OF PERPENDICULAR RAMP ADJACENT GROUND HHHHI T
) o A R - RS R pr—p /_861 8 C&G
-
/T / NO PEDESTRIAN CURB RAMP
E]
; 25" (7.62 m) UNLESS APPROVED BY ENGINEER
. 10" DIAMETER ) i
) 2 (0.61 m) TAPER — VARIES ROW
=~ ALL LINES 5" WIDE : : : I
L
IT) ”
4" CONC. 8 CONC.||»e % | 4” CONC.
= N
5 (102 mm \ (203 mm)|| "y (102 mm)
N T I T ‘
67.5° / 1
. PROVIDE PAINTED 15 (4.57 m) \ TRANSITION CURB
N WHEELCHAIR SYMBOL AT - RAD MIN EXPANSION JOINT CONTINUOUSLY FROM
o EACH DESIGNATED ! S0 AT a—— ! R TG : . MATCH @ SDWK TO D
A .. HANDICAP PARKING STALL. (4" ouns & o8 FT./FT. sLoPE ) € 47 cumd & aos Fr.AT. sLoee ) FULL HT. @ STREETy <
) ELEVATION OF RAMP ) ; . P =
CENTER SYMBOL IN STALL. s ¢ 8” CONC > o
NOTES: ; < <
i T R T B ST T R T ST SRS v ™ i EXPANSION (203 mm) = =
/2 INCH PREFORMED JOINT FLLER MATERIAL, AASHTO M 1S, 0
WHEN POBBISLE, PROVIOE A PATH OF TRAVEL # 0° WIDE BEMIND THE PEDESTRAN RAMP. A RELATVLY FLAT 48° X 48" LANDNG JOINT AN FLOW
WL ALLOW WHEELCHAIRE TO NAVIGATE ARCUND THE PEDESTRIAN RAMP. o
SHALL 85 GUT THROUGH THE MEDIAN AT STREET LEVEL. — LINE
Qfﬂt.ﬂ-_mwummmmmmu Y >
NOT TO SCALE Ogmmf*#w!vmw&m&u#mummvm / I | / | I
LIGHT ON DARKC, GR DARK ON LIGHT. THESE ARE OPTIONAL PEDESTRIAN SIDEWALK ACCESS DETAILS
THAT ARE NOT REQUIRED BY CURRENT ADA REGULATIONS [ /
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LONG SWEEP

COMPACTED GRANULAR 45° BEND

MATERIAL OR CONCRETE

TO GREASE INTERCEPTOR

CONCRETE OR
CONCRETE BLOCK

NOTES:

1. RISER PIPE SHALL BE EXTENDED ABOVE
GROUND LEVEL INTIALLY & THEN CUT BACK
TO MATCH FINAL GRADE (BY OTHERS)

2. CLEANOUT TO BE COVERED WITH A CASTING.
NEENAH R-1970 OR APPROVED EQUAL.

LOUCKS PLATE NO.

CLEAN-OUT STRUCTURE 4006

DRAWN 12/2013

[ 2.
1.0 MAX.

_f
) NOTES:

. EXISTING GROUND AROUND AND ADJACENT TO
WATER SERVICE SHALL BE COMPACTED TO
EXIST. PREVENT BREAKAGE OF INSULATION

WATER SERVICE 2. INSULATION JOINTS SHALL BE STAGGERED

3. LOCATING SERVICE AND EXCAVATION ARE
CONSIDERED INCIDENTAL

4. ADJUSTMENT OF CURB STOP (WHEN REQUIRED)
SHALL BE PAID PER THE UNIT BID PRICE

WATER SERVICE INSULATION

WAT_SERV_INSUL.dwg 4/2014

hail rove pick holes. extend to findnched grode and be installed to

prevent surfoce water inflow. 7

Full stoeed
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Grease Interceptor Example

thot does not flood Inlet pipe.

Interceptor rust aliow For o 30 ménute
retention tine under actucl peok Flow

Flars & specs For grease Interceptors
shall be submitted and approved by

the City of Bloonington prices to Instollation.
Grease retentlon capackty In les shall be at
least twlce the Fflow-through rote, In gol/min

For \nforratlonal purposes only

GREASE INTERCEPTOR
EXAMPLE BY CITY
PRECAST INTERCEPTOR
TO COMPLY WITH
REQUIREMENTS
SHOWN HERE
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CADD QUALIFICATION

CADD files prepared by the Consultant for this project are
instruments of the Consultant professional services for use solely
with respect to this project. These CADD files shall not be used
on other projects, for additions to this project, or for completion
of this project by others without written approval by the
Consultant. With the Consultant's approval, others may be
permitted to obtain copies of the CADD drawing files for
information and reference only. All intentional or unintentional
revisions, additions, or deletions to these CADD files shall be
made at the full risk of that party making such revisions, additions
or deletions and that party shall hold harmless and indemnify the
Consultant from any & all responsibilities, claims, and liabilities.

SUBMITTAL/REVISIONS

4-28-16 CITY SUBMITTAL
05-11-16 DRC SUBMITTAL

PROFESSIONAL SIGNATURE

| hereby certify that this plan, specification or report was
prepared by me or under my direct supervisiof\ and that
| am a| duly Ligensed Professjonal Engiheer
laws offthe $tate of Minnesot

Nicholas M. Mannnel - P
License No. 45861
Date 05-11-16
QUALITY CONTROL
Loucks Project No. 14672B
Project Lead NMM
Drawn By TRG
Checked By TDG
Review Date 05-11-16
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PLANT SCHEDULE LEGEND:

QTY. BOTANICAL NAME COMMON NAME SIZE COMMENTS QTY. BOTANICAL NAME COMMON NAME SIZE COMMENTS @
3" BARK MULCH IN PLANTING AREAS
DECIDUOUS TREES SHRUBS, GRASSES & ACCENTS
@ MAINTAIN UNIFORM MULCH EDGE ALONG ALL WALKS
, , , AND CURBS.
1 ACER X FREEMANI "SIENNA GLEN” AUTUMN BLAZE MAPLE 05 B&E — 6 CHAMAECYPARIS PISIFERA ’DOW WHITING®  SOFT SERVE FALSE CYPRESS LI
%@ 94  CLAMAGROSTIUS X ACUTIFOLIA ‘OVERDAM'  FEATHER REED GRASS #2 Container @ FINISHED GRADE TO BE APPROVED PRIOR TO
——~~ 98  HEMEROCALLIS 'JUST PLUM HAPPY DAYLILY *JUST PLUM HAPPY’ #1 Container PLANTING, REFER TO ENGINEERING PLANS
® 51 ROSA RUGOSA 'PAVEMENT FOXI FOXY PAVEMENT ROSE #5 Container @ STAKE ALL NURSERY TREES PARALLEL TO CURB.
: : . ~———— 56  NEPETA RACEMOSA 'WALKERS LOW’ WALKERS LOW CATMINT #2 Container
7 PRYRUS CALLERYANA 'CLEVELAND CLEVELAND PEAR 2.5" B&B
34 SYRINGA PATULA ‘MISS KIM' MISS KIM LILAC 45 Container MAINTAIN DRAINAGE FLOWS THRU SITE. REFER TO CIVIL
@ ENGINEERING PLANS. PLANTING SHALL REMAIN
OUTSIDE OF FLOW LINES.
GROUND COVER /VINES -
@ MAINTAIN ALL SHRUBS A MINIMUM OF 2’—0” FROM

jJJ BACK OF CURB AND SIDEWALKS L L N
ﬂ;ﬁ 597 SF COREOPSIS °LITTLE SUNDIAL” LITTLE SUNDIAL TICKSEED #1 Container 18" 0.C. zs I\ I I )E ;( : !! I ) E P Q
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| hereby certify that this plan, specification,
or report was prepared by me or under my
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FLOOR PLAN NOTES
1. THE GENERAL CONTRACTOR IS RESPONSIBLE TO PROVIDE AND INSTALL ALL BLOCKING
AND GROUNDS AS REQUIRED FOR THE INSTALLATION QFfWINDOW BLINDS, DRAPERIES,
CURTAINS, MILLWORK AND ANY HANGING OBJECT QUIRED.
2. GENERAL CONTRACTOR IS RESPONSIBLE FORT VAL OF EXISTING FLOORING
DOWN TO THE SLAB IN ALL AREAS WHERE ITIONS ARE BEING INSTALLED, UNLESS
OTHERWISE NOTED.
3. WHERE METAL AND GLASS PARTITIO CIFIED, G.C. SHALL BE RESPONSIBLE TO
PROVIDE FOR ANY LEVELING SLAB AS MAY BE REQUIRED FOR A PLUMB, LEVEL
INSTALLATION. ?\
4. ALL EXISTING CONSTR@I N°TO REMAIN SHALL BE PATCHED AND REPAIRED AS REQUIRED
AND PREPARED TO RECBIVE NEW FINISHES PER FINISH PLAN.
5. ALL SURFACES OR FINISHES TO REMAIN, IF DAMAGED DURING DEMOLITION OR ANY STAGE
OF THE WORK, SHALL BE REPAIRED BY THE GENERAL CONTRACTOR AT THEIR OWN
EXPENSE TO "LIKE NEW" CONDITION. IT SHALL BE THE GENERAL CONTRACTOR'S
RESPONSIBILITY TO DOCUMENT ANY PREEXISTING DAMAGE AND NOTIFY THE ARCHITECT OF
ANY SUCH DAMAGE PRIOR TO PRICING OR BIDDING. _
6. AT ALL LOCATIONS WHERE NEW ELECTRICAL AND VOICE/DATA OUTLETS OR ANY OTHER 10 South Eighth Street
TYPE OF DEVICE IS TO BE INSTALLED AT EITHER CORE WALL, COLUMNS AND/OR PERIMETER Minneapolis, MN 55402
WALLS, THE CONTRACTOR AND THEIR DRYWALL SUBCONTRACTOR ARE TO INCLUDE ’
FURRING OUT THOSE CORE WALLS AND COLUMNS AS NEEDED USING 2-1/2" METAL STUDS
WITH 5/8' GYPSUM BOARD FROM SLAB TO 6' ABOVE FINISHED CEILING IN ORDER TO
ACCOMMODATE ANY AND ALL CONDUITS AND BACK BOXES. G.C. TO COORDINATE WITH ALL
OTHER TRADES. t612 339-2257
7. MOUNTING HEIGHTS: ALL STROBES, PULL BOXES, FIRE EXTINGUISHERS, SIGNAGE, £612349-2930
INCLUDING ALL ELEVATOR CALL BUTTONS AND INDICATOR LIGHTS, ETC. TO REMAIN ARE TO —7
BE RAISED OR LOWERED TO SPECIFIED MOUNTING HEIGHTS IN AREAS OF WORK, AS PER sheadesign.com
CODE.
8. DIMENSIONS ARE FROM FACE OF GYPSUM BOARD TO FACE OF GYPSUM BOARD UNLESS
NOTED OTHERWISE. DO NOT SCALE OFF OF PLANS. CONTACT ARCHITECT WITH DIMENSION consultant
QUESTIONS.
9. ALIGN NEW PARTITION WITH FACE OF EXISTING PARTITION OR COLUMN, UNLESS NOTED LOUCKS
OTHERWISE.
10. CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIAR WITH ALL EXISTING 7200 HEMLOCK LANE, SUITE 300
CONDITIONS PRIOR TO SUBMISSION OF BID. MAPLE GROVE, MN 55369
11. THE CONTRACTOR SHALL TAKE OUT ALL NECESSARY PERMITS, INSURANCE, LICENSEES
AND CERTIFICATES AND PAY ALL FEES CONNECTED THEREWITH.
@ 12. CONTRACTOR TO PROVIDE DUST PROOF, RIGID, BARRIERS, AS APPROPRIATE TO DEFINE
v VARIOUS SEGMENTS. BARRIERS TO MAINTAIN EXITING, SECURITY, MECHANICAL, FIRE-LIFE LASTUDIO
SAFETY REQUIREMENTS FOR BUILDING OCCUPANTS. 15200 52ND AVE SOUTH. SUITE 210
13. THE CONTRACTOR AT ALL TIMES SHALL KEEP PREMISES FREE FROM WASTE MATERIALS SEATTLE. WA 98188 ’
AND RUBBISH CAUSED BY THE WORK. ,
NOTE: 14. ALL DOORS AND HARDWARE SHALL BE IN COMPLIANCE WITH APPLICABLE ACCESSIBILITY
I e CODES AND ORDINANCES. ALL WORK TO BE DONE IN COMPLIANCE WITH THE LATEST
- | “ | “ - - . ” FUTURE RESTAURANT, COFFEE, AND LOCAL AND STATE BUILDING CODES AND ORDINANCES.
4 4 « 4 4 4 t  |RETALIOOD TENANTS WIL B R S G VLM ) Fom e
, . project title
| | | | | | | SUBMITTED AND PERMITTED SEPARATELY 16. LOCATE FIRE EXTINGUISHERS THROUGHOUT AS REQUIRED BY CODE.
FROM THIS SHELL SUBMITTAL. 17. ON COMPLETION OF THE PROJECT, CONTRACTOR SHALL WASH CLEAN ALL SURFACES AND NOVA GROUP MOA SHELL
LEAVE THE WORK IN A CLEAN CONDITION.
18. SET FLOOR DRAINS AND FLOOR SINKS WITH TOP OF FINISH TILE/ POURED FLOOR. SEE 8150 26th AVENUE SOUTH
PLUMBING DRAWINGS.
19. SLOPE CONCRETE FLOOR 1:50 TOWARDS FLOOR DRAINS AND AWAY FROM ALL WALLS. ALPHA B SITE
20. 24'x24" AREA AT FLOOR DRAINS TO SLOPE AT 1/4' PER FOOT. BLOOMINGTON, MN
21, XXXX
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COMPOSITE METAL
PANEL (ALUCOBOND)
EDGE AT OVERHANG

CORRUGATED METAL
WALL PANEL (CENTRIA
PROFILE SERIES)

COMPOSITE METAL
PANEL (ALUCOBOND)
EDGE AT OVERHANG

ALUMINUM
STOREFRONT

BRICK: NORMAN BRICK
1/3 RUNNING BOND
PATTERN

CAST STONE BASE

Fast Elevation

CORRUGATED
LOUVERED METAL
o SCREEN WALL AT o o o COMPOSITE METAL o o o o
ROOFTOP EQUIPMENT PANEL (ALUCOBOND)
BEYOND (CENTRIA EDGE AT OVERHANG

PROFILE SERIES) :

BRICK: NORMAN BRICK
1/3 RUNNING BOND
PATTERN

CORRUGATED
LOUVERED METAL
SCREEN WALL AT
ROOFTOP EQUIPMENT

TOWER

TENANT A PRIMARY SMALL

SIGNAGE AREA 11 SQ FT

BEYOND (CENTRIA
PROFILE SERIES)

&

124-0"

RESTAURANT ROOF

190"

RETAIL ROOF

~ALUMINOM-———  —

&
¢
&
¢

160"

RESTAURANT CANOPY
> $

- 110+
RETAILCANOPY 4

CURTAINWALL—  —

METAL RAILING
AT PATIO EDGE

109100 ¥

"\ SCREEN WALL
109'-0" $

LEVEL1 e
100'-0"

7357.01
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North Elevation

—COMPOSITE METAL———
PANEL (ALUCOBOND)
EDGE AT OVERHANG

CORRUGATED METAL

WALL PANEL (CENTRIA

PROFILE SERIES)
CALUMINUM

STOREFRONT

BRICK: NORMAN BRICK

1/3 RUNNING BOND
PATTERN

CAST STONE BASE

CORRUGATED COMPOSITE METAL
LOUVERED METAL PANEL (ALUCOBOND)
SCREEN WALL AT EDGE AT OVERHANG
ROOFTOP EQUIPMENT TOWER 4
BEYOND (CENTRIA

PROFILE SERIES) ;

PATTERN

o 124-00 ¥
BRICK: NORMAN BRICK
1/3 RUNNING BOND

RESTAURANT ROOF $
190"

RETAIL ROOF $
116'-0"

RESTAURANT CANOPY
no-z $
RETAIL CANOPY
BTN $
. SCREENWALL
109-0° $
BRICK: HORIZONTAL REVEALS,

HEADER COURSE SET WITHIN
NORMAN BRICK 1/3 RUNNING

BOND PATTERN
LEVEL1 e
100'-0"

ALUMINUM METAL RAILING
CURTAINWALL AT PATIO EDGE
7357.01 NOVA RESTAURANT GROUP | 24th AVE + LINDAU MAY 10 2016 page 2



South Elevation

COMPOSITE METAL
PANEL (ALUCOBOND)

CORRUGATED
LOUVERED METAL
SCREEN WALL AT

_ ROOFTOP EQUIPMENT

EDGE AT OVERHANG

CORRUGATED METAL
WALL PANEL (CENTRIA__
PROFILE SERIES)

BRICK: NORMAN BRICK
1/3 RUNNING BOND
PATTERN

BRICK: HORIZONTAL REVEALS,
HEADER COURSE SET WITHIN
NORMAN BRICK 1/3 RUNNING
BOND PATTERN

BEYOND (CENTRIA
PROFILE SERIES)

RESTAURANT CANOPY
"
RETAIL CANOPY

BRICK: NORMAN BRICK
1/3 RUNNING BOND

PATTERN omen
o $

RESTAURANT ROOF $
19-0"

RETAIL ROOF ;F|.
16-0"

109-10° $
SCREEN WALL
109-0° $

COMPOSITE METAL
PANEL (ALUCOBOND)
EDGE AT OVERHANG

LEVEL1 é
100'-0"
ALUMINUM

STOREFRONT
CAST STONE BASE
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\West Elevation

CORRUGATED LOUVERED
METAL SCREEN WALL AT
ROOFTOP EQUIPMENT BEYOND
(CENTRIA PROFILE SERIES)

CORRUGATED METAL
WALL PANEL
(CENTRIA PROFILE SERIES)

COMPOSITE METAL
PANEL(ALUCOBOND)
EDGE AT OVERHANG

M

RESTAURANT ROOF $

19-0'

RETAIL ROOF
160" $
RESTAURANT CANOPY SF|.

10-2"
—/  RETAILCANOPY
109-10" $

\
\
. SCREEN WALL $
109'-0"
BRICK: NORMAN BRICK

1/3 RUNNING BOND
PATTERN

LEVELT
100-0" ¥

CAST STONE BASE

BRICK: HORIZONTAL REVEALS,
HEADER COURSE SET WITHIN
NORMAN BRICK 1/3 RUNNING
BOND PATTERN

BRICK: NORMAN BRICK
1/3 RUNNING BOND
PATTERN

ALUMINUM
MODULAR PLANTED
METAL RAILING STOREFRONT GREEN SCREEN WALL

AT PATIO EDGE

7357.01 NOVA RESTAURANT GROUP | 24th AVE + LINDAU JUNE 6 2016 page 1
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10 South Eighth Street
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